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Sampling Freshly Mixed Controlled Low-Strength Material
This standard is issued under the fixed designation D 5971; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This practice explains the procedure for obtaining a representative sample to test of freshly mixed controlled lowstrengtt
material (CLSM) as delivered to the project site (Note 1). This practice includes sampling from revolving-drum truck mixers and
from agitating equipment used to transport central-mixed CLSM.

1.2 The values stated-in-ineh-peund Sl units are to be regarded as the standard-—TFhe-metric-eguivalents of ineh-peund units m
be-approximate. equivalents are shown for information only.

Note 1—Composite samples are required by this practice unless specifically excepted by procedures governing the tests to be performed, such as te
to determine uniformity of consistency and mixer efficiency. Procedures used to select the specific test batches are not described in thisigractice. |
recommended that random sampling be used to determine overall specification compliance.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

1.4 This practice offers a set of instructions for performing one or more specific operations. This document cannot replace
education or experience and should be used in conjunction with professional judgement. Not all aspects of this practice may b
applicable in all circumstances. This ASTM standard is not intended to represent or replace the standard of care by which the
adequacy of a given professional service must be judged, nor should this document be applied without consideration of a project
many unique aspects. The word “standard” in the title of this document means only that the document has been approved throug
the ASTM consensus process.

2. Referenced Documents
2.1 ASTM Standards:

1 This practice is under the jurisdiction of ASTM Committee D-18 on Soil and Rock and is the direct responsibility of Subcommittee D18.15 on Gtabilizati
Admixtures.

Current edition approved-May—24-1996. Nov. 10, 2001. Published-August 1996. February 2002. Originally published as PS 30 — 95. Last previe8s30dities P
D 5971 — 96.

*A Summary of Changes section appears at the end of this standard.
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