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Standard Test Method for

Evaluating Lubricity of Diesel Fuels by the High-Frequency
Reciprocating Rig (HFRR)1

This standard is issued under the fixed designation D6079; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This test method covers the evaluation of the lubricity of

diesel fuels using a high-frequency reciprocating rig (HFRR).

1.2 This test method is applicable to middle distillate fuels,

such as Grades No. 1-D S15, S500, and S5000, and Grades No.

2-D S15, S500, and S5000 diesel fuels, in accordance with

Specification D975; and other similar petroleum-based fuels

which can be used in diesel engines. This test method is

applicable to biodiesel blends. B5 was included in the round

robin program that determined the precision statement.

NOTE 1—It is not known that this test method will predict the
performance of all additive/fuel combinations. Additional work is under-
way to establish this correlation and future revisions of this test method
may be necessary once this work is complete.

1.3 The values stated in SI units are to be regarded as

standard. No other units of measurement are included in this

standard.

1.4 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

Specific warning statements are given in Section 7.

1.5 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D975 Specification for Diesel Fuel

D4057 Practice for Manual Sampling of Petroleum and

Petroleum Products

D4175 Terminology Relating to Petroleum Products, Liquid

Fuels, and Lubricants

D4177 Practice for Automatic Sampling of Petroleum and

Petroleum Products

D4306 Practice for Aviation Fuel Sample Containers for

Tests Affected by Trace Contamination

D6078 Test Method for Evaluating Lubricity of Diesel Fuels

by the Scuffing Load Ball-on-Cylinder Lubricity Evalua-

tor (SLBOCLE) (Withdrawn 2021)3

E18 Test Methods for Rockwell Hardness of Metallic Ma-

terials

E92 Test Methods for Vickers Hardness and Knoop Hard-

ness of Metallic Materials

2.2 SAE Standard:4

SAE-AMS 6440 Steel, Bars, Forgings, and Tubing, 1.45 Cr

(0.93-1.05C) (SAE 52100), for Bearing Applications

2.3 ISO Standard:5

ISO 3290 Roller Bearings, Balls – Dimensions and toler-

ances

3. Terminology

3.1 Definitions:

3.1.1 For definitions of terms used in this test method, refer

to Terminology D4175.

1 This test method is under the jurisdiction of ASTM Committee D02 on

Petroleum Products, Liquid Fuels, and Lubricants and is the direct responsibility of

Subcommittee D02.E0 on Burner, Diesel and Non-Aviation Gas Turbine Fuels.

Current edition approved Dec. 1, 2024. Published December 2024. Originally

approved in 1999. Last previous edition approved in 2022 as D6079 – 22. DOI:

10.1520/D6079-24.

This test method was developed by ISO/TC22/SC7/WG6 and is a part of ISO

12156.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or

contact ASTM Customer Service at www.astm.org/contact. For Annual Book of

ASTM Standards volume information, refer to the standard’s Document Summary

page on the ASTM website.
3 The last approved version of this historical standard is referenced on

www.astm.org.
4 Available from SAE International (SAE), 400 Commonwealth Dr., Warrendale,

PA 15096-0001, http://www.sae.org.
5 Available from American National Standards Institute (ANSI), 25 W. 43rd St.,

4th Floor, New York, NY 10036, http://www.ansi.org.

*A Summary of Changes section appears at the end of this standard
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