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1. Scope*

1.1 This test method covers the determination of the me-
chanical properties of plastic lumber and shapes, when the
entire cross-section is loaded in compression at relatively low
uniform rates of straining or loading. Test specimens in the
“as-manufactured” form are employed. As such, this is a test
method for evaluating the properties of plastic lumber or
shapes as a product and not a material property test method.

1.2 Plastic lumber and plastic shapes are currently made
predominantly with recycled plastics. However, this test
method would also be applicable to similar manufactured
plastic products made from virgin resins, or where the product
is non-homogenous in the cross-section.

1.3 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.

Note 1—There is no known ISO equivalent to this test method.

1.5 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:*
D618 Practice for Conditioning Plastics for Testing

! This test method is under the jurisdiction of ASTM Committee D20 on Plastics
and is the direct responsibility of Subcommittee D20.20 on Plastic Lumber (Section
D20.20.01).

Current edition approved June 1, 2018. Published June 2018. Originally
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2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

D883 Terminology Relating to Plastics

D4000 Classification System for Specifying Plastic Materi-
als

D5033 Guide for Development of ASTM Standards Relating
to Recycling and Use of Recycled Plastics (Withdrawn
2007)°

D5947 Test Methods for Physical Dimensions of Solid
Plastics Specimens

D6111 Test Method for Bulk Density And Specific Gravity
of Plastic Lumber and Shapes by Displacement

E4 Practices for Force Verification of Testing Machines

E83 Practice for Verification and Classification of Exten-
someter Systems

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

3. Terminology

3.1 Definitions:

3.1.1 compressive deformation—the decrease in length pro-
duced in the gage length of the test specimen by a compressive
load. It is expressed in units of length.

3.1.2 compressive strain—the ratio of compressive defor-
mation to the gage length of the test specimen, that is, the
change in length per unit of original gage length along the
longitudinal axis. It is expressed as a dimensionless ratio.

3.1.3 compressive strength—the maximum compressive
stress (nominal) carried by a test specimen during a compres-
sion test. It may or may not be the compressive stress
(nominal) carried by the specimen at the moment of rupture.

3.1.4 compressive stress (nominal)—the compressive load
per unit area of minimum (or effective as calculated in
accordance with Test Method D6111) original cross section
within the gage boundaries, carried by the test specimen at any
given moment. It is expressed in force per unit area.

3.1.4.1 Discussion—The expression of compressive stress
in terms of the minimum original cross section is almost
universally used. Under some circumstances the compressive
stress has been expressed per unit of prevailing cross section.
This stress is called the “true compressive stress”.

3The last approved version of this historical standard is referenced on
www.astm.org.

*A Summary of Changes section appears at the end of this standard
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