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Standard Practice for
The Selection of Maximum Transit-Rate Ratios and Depths
for the U.S. Series of Isokinetic Suspended-Sediment
Samplers *
This standard is issued under the fixed designation D 6326; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.
1. Scope 3.2.1 approach angle-the angle between the velocity vec-

1.1 This practice covers the maximum transit-rate ratios an&°r of the approaching flow and the centerline of the nozzle.
depths for selected suspended-sediment sampler-nozzle-3-2.2 approaching flow-flow immediately upstream of a

container configurations. nozzles entrance. _ o
1.2 This practice explains the reasons for limiting the 3.2.3 compression rate-the rate at which the air is com-

transit-rate ratio and depths that suspended-sediment sampl&f€ssed in the sample container and is a function of the speed
can be correctly used. at which the sampler is lowered in the sampling vertical.

depths for selected isokinetic suspended-sediment samplé’d speed of the flowing water/sediment mixture are un-
nozzle/container size for samplers developed by the Feder§hanged upon entering the nozzle of a suspended-sediment

Interagency Sedimentation Project. sampler. . . .
1.4 Throughout this practice, a samplers lowering rate is 3-2-5 maximum transit rate-the maximum speed at which
assumed to be equal to its raising rate. the sampler can be lowered and raised in the sampling vertical

1.5 The values stated in inch-pound units are to be regarde?d Still have the sample collected isokinetically. _
as the standard. The SI units given in parentheses are for 3-2.6 transit rate—the speed at which the suspended sedi-
information only. ment sampler is lowered and raised in the sampling vertical.

1.6 This standard does not purport to address all of the 3.2.7 transit-rate ratio—the ratio computed by dividing the
safety concerns, if any, associated with its use. It is thdransit rate by the mean stream velocity in the vertical being
responsibility of the user of this standard to establish appro-Sampled.
priate safety and health practices and determine the applicaz1

o N ) . Summary of Practice
bility of regulatory limitations prior to use. y

4.1 This practice describes the maximum transit-rate ratios

2. Referenced Documents and depths that can be used for selected isokinetic suspended-
2.1 ASTM Standards: sediment sampler/nozzle/container configurations to insure
D 1129 Terminology Relating to Wafer isokinetic sampling. (Manufacturing differences in the produc-

D 4410 Terminology for Fluvial Sedimeht tion of sediment samplers may result in some samplers not

D 4411 Guide for Sampling Fluvial Sediment in Motion ~ collecting a sample isokinetically. It is the users responsibility
to insure through calibration that the sampler does collect a

3. Terminology sample isokinetically. Guide D 4411 describes a process for
3.1 Definitions checking calibration of suspended-sediment samplers.)

3.1.1 For Definitions of terms used in this practice, refer to

Terminology D 1129 and Terminology D 4410 S S|gn|f|.cance Efmd Use . , , )
3.2 Definitions of Terms Specific to This Standard: 5.1 This practice describes the maximum transit-rate ratios

and depths that can be used for selected isokinetic suspended-
sediment sampler/nozzle/container configurations in order to
L This practice is under the jurisdiction of ASTM Committee D19 on Water and insure isokinetic sampling.
the direct responsibility of Subcommittee D19.07 on Sediment, Geomorphology, 5§ 2 This practice is designed to be used by field personne|

and Open Channel Flow. .
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