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1. Scope

1.1 This guide describes quality assurance (QA) protocols
for the determination of the anions and cations in Atmospheric
Wet Deposition (AWD) shown in Table 1.

1.2 Included in this guide are minimum recommended
requirements for the preparation of calibration standards and
suggested procedures for validating laboratory measurement
results.

1.3 This guide describes minimum requirements for the
frequency of analysis of quality assurance samples and recom-
mends procedures for the evaluation of quality assurance data.

1.4 The guide’s recommendations are based upon expected
anion and cation concentrations in AWD (1) ? and Appendix
XI.

1.5 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.6 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:’

D596 Guide for Reporting Results of Analysis of Water

D1193 Specification for Reagent Water

D1356 Terminology Relating to Sampling and Analysis of
Atmospheres

! This guide is under the jurisdiction of ASTM Committee D22 on Air Quality
and is the direct responsibility of Subcommittee D22.03 on Ambient Atmospheres
and Source Emissions.
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2 The boldface numbers in parentheses refer to the list of references at the end of
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D3856 Guide for Management Systems in Laboratories
Engaged in Analysis of Water

D5012 Guide for Preparation of Materials Used for the
Collection and Preservation of Atmospheric Wet Deposi-
tion

D5015 Test Method for pH of Atmospheric Wet Deposition
Samples by Electrometric Determination

D5085 Test Method for Determination of Chloride, Nitrate,
and Sulfate in Atmospheric Wet Deposition by Chemically
Suppressed Ion Chromatography

D5086 Test Method for Determination of Calcium,
Magnesium, Potassium, and Sodium in Atmospheric Wet
Deposition by Flame Atomic Absorption Spectrophotom-
etry

D5111 Guide for Choosing Locations and Sampling Meth-
ods to Monitor Atmospheric Deposition at Non-Urban
Locations

E200 Practice for Preparation, Standardization, and Storage
of Standard and Reagent Solutions for Chemical Analysis

3. Terminology

3.1 Definitions—For definitions of terms used in this guide
refer to Terminology D1356 or the ASTM Dictionary of
Engineering Science and Technology.*

4. Summary of Guide

4.1 This guide describes QA procedures to be used in
conjunction with standard test methods.

4.2 This guide does not include all components of a com-
plete QA program for AWD measurement systems but provides
minimum protocols to assist in the development of such a
program. The procedures for the preparation of materials used
for the collection and preservation of AWD are included in
Guide D5012. The procedures for choosing locations and
sampling atmospheric deposition are included in Guide D5111.

5. Reagents

5.1 Purity of Reagents—Reagent grade chemicals shall be
used in all tests. Unless otherwise indicated, it is intended that

4 ASTM Dictionary of Engineering Science and Technology, Tenth Edition,
2005. Stock# DEFOS5.
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