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1. Scope A22 Non-Tannins and Tannin

1.1 'ThIS test method is |ntgnded for use in Qetermlnmg th%_ Terminology
qguantity of soluble non-tannins and tannin in solutions of o
tannin extracts, water extracts of vegetable tanning materials, 3-1 Definitions: _ , _ _
or tanning liquors. The method is applicable to the analysis of 3-1.1 soluble non-tannins-non-volatile materials present in
liquid, solid, pasty, and powdered extracts and to extracts gdnnin extracts and raw or spent materials that are dissolved or
raw or spent materials. suspended in water, are part of the soluble solids determined by

1.2 The values stated in SI units are to be regarded as thESt Method D 6402, and do not react with or bind to hide

standard. The inch-pound units given in parentheses are f@owder when mixed as in this test method. _
information only. 3.1.2 tannins—non-volatile materials present in tannin ex-

1.3 This standard does not purport to address all of thetracts and raw or spent materials that are dissolved or sus-
safety concerns, if any, associated with its use. It is th?ended in water, are part of the soluble solids determined by
responsibility of the user of this standard to establish appro-T€St Method D 6402, and do react with or bind to hide powder
priate safety and health practices and determine the applica?hen mixed as in this test method.

bility of regulatory limitations prior to use. 4. Summary of Test Method

2. Referenced Documents 4.1 An aliquot of the analytical solution prepared from
2.1 ASTM Standards: tannin extracts (Practices D 4901 or D 4905) or of the water
D 2617 Test Method for Total Ash in LeatRer extract from raw or spent materials (Practice D 6405) is dried
D 4901 Practice for Preparation of Solution of Liquid Veg- ©Vernight in a forced-air oven (Test Method D 4902) and the

etable Tannin Extracts solid residue remaining is determined and defined as the total
D 4902 Test Method for Evaporation and Drying of Ana- SOlids for that sample (Test Method D 4903). Another aliquot
lytical Solutiong of the same solution is passed through a specified filtering

D 4903 Test Method for Total Solids and Water in Vegetameprocedure and the quantity of solid residue remaining in the
Tanning Material Extracts filtrate is determined and defined as the soluble solids for that

D 4905 Practice for Preparation of Solution of Solid, pasty,sample; the calculated difference between the total solids and
and Powdered Vegetable Tannin Extracts the soluble solids is defined as the insolubles for that sample

D 6402 Test Method for Determining Soluble Solids and(Test Me_thod D 6402). Anothe_r allquot of _the original analy_tl-
Insolubles in Extracts of Vegetable Tanning Matefals cal solution or water extract is mixed with a prepared hide

D 6405 Practice for Extraction of Tannins from Raw andPowder material with the resulting solution being passed
Spent Materiaf® through the same filtering procedure as for the soluble solids

22 ALCA Method: analysis. The quantity of solid residue remaining in the filtrate
is determined and defined as the soluble non-tannins for that
sample; the calculated difference between the total soluble
solids and the soluble non-tannins is defined as the tannin

* This test method is under the jurisdiction of ASTM Committee D-31 on Leathercontent for that sample.
and is the direct responsibility of Subcommittee D31.01 on Vegetable Leather. This
method has been adapted from and is a replacement for Method A22 of the Officiat—————————
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