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This standard is issued under the fixed designation D 6483; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers an engine test procedure for
evaluating diesel engine oils for performance characteristics,
including lead corrosion and wear of piston rings and cylinder
liners.2 This test method is commonly referred to as the Mack
T-9.

1.2 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. See Annex A5 for
specific safety precautions.
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2. Referenced Documents

2.1 ASTM Standards: 3

1 This test method is under the jurisdiction of ASTM Committee D02 on
Petroleum Products and Lubricants and is the direct responsibility of Subcommittee
D02.B0 on Automotive Lubricants.

Current edition approved Nov. 1, 2004. Published November 2004. Originally
approved in 1999. Last previous edition approved in 2003 as D 6483–03.

2 The ASTM Test Monitoring Center will update changes in this test method by
means of Information Letters. This edition includes all Information Letters through
03-1. Information Letters may be obtained from ASTM Test Monitoring Center,
6555 Penn Avenue, Pittsburgh, PA 15206-4489, Attention: Administrator.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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