[lIM) Designation: D 6547 _ 00 An American National Standard

—~yl’

INTERNATIONAL
Standard Test Method for

. . - . . . l

Corrosiveness of Lubricating Fluid to Bimetallic Couple
This standard is issued under the fixed designation D 6547; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope 5. Apparatus

1.1 This test method covers the corrosiveness of hydraulic 5.1 Desiccating Jarstwo.
and lubricating fluids to a bimetallic galvanic couple. 5.2 Magnifier, 10 x power.

Note 1—This test method replicates Fed-Std No. 791, Method 5322.2. 2431 ?Lass.smgng ROd.l. bid umi .
It utilizes the same apparatus, test conditions, and evaluation criteria, but - rasive Fapers silicon-carbiae or aluminum oxiae

it describes test procedures more explicitly. (150, 240, 400, 600 grit, one sheet per disk).

5.5 Cloth, lint-free, clean, dry.

5.6 Chromium Alloy Steel Diskghree for each test sample.
5.7 Brass Clips three for each test samle.

1.2 The values stated in Sl units are to be regarded as the
standard. The values in parentheses are for information only.
1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is thg, Reagents and Materials
responsibility of the user of this standard to establish appro- 6.1 Purity of Reagents-Reagent grade chemicals shall be
Eirlli?te()??;e%;gd r}ierﬁilzgti%?;“?ﬁjsr ?gtiljsdeetermlne the apphcahsed in all tests. Unless otherwise indicated, it is intended that
y 9 v P ' all reagents conform to the Committee on Analytical Reagents
2. Referenced Documents of the American Chemical Society where such specifications

2.1 ASTM Standards: are available.

A322 Spediaton o il Bar, Aoy, Sandar G i (5 CoiE L o2 LS s
2.2 Federal Standards: ' ; ; ; ,

Fed-Std No. 791, Method 5322.2 Corrosiveness of Oil on 6:1300 mL; and hydrochlorlc acid, congentrated, gmL.
Bimetallic Couplé 6.2.1 To a}v0|d hazardou_s reactions when preparing the
etching solution, place the distilled water (450 mL) in a 1.5-L,
3. Summary of Test Method or larger, glass beaker set in a container of ice and water. Stir

3.1 This test method consists of fitting a brass clip to th%vith a glass mechanical stirrer or plastic coated magnetic spin

fluid-coated surface of a steel disk, storing the assembly ar while slowly adding concentrated suluric acid (300 mL).
approximately 50 % relative humidity for ten days, and visu- dd more ice to the cooling bath as needed. When acid

ally inspecting the assembly for evidence of galvanic corro-addition is complete, continue stirring until the soll_J'gion has
sion cooled to room temperature, and then start slow addition of the

concentrated nitric acid (225 mL). Continue stirring after acid
4. Significance and Use addition until the solution has cooled to room temperature, and
ghen add concentrated hydrochloric acid (8 mL). Allow the
mixture to equilibrate to room temperature before use.
{(Warning—Nitric, hydrochloric, and sulfuric acids are very
\;éorrosive. Nitric acid and sulfuric acid are also oxidizing acids.

4.1 Corrosiveness of a fluid to a bimetallic couple is one o
the properties used to evaluate hydraulic or lubricating fluids
It is an indicator of the compatibility of a fluid with a brass on
steel galvanic couple at ambient temperature and 50 % relati
humidity.
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