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This standard is issued under the fixed designation D 6826; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification defines procedures for determining the performance of certain landfill daily cover materials generally
described as an alternative daily cover (ADC). This specification applies only to slurries that are sprayed, foams that are spray
applied, or indigenous materials that are placed onto the working face of a Municipal Solid Waste Landfill (MSWLF) unit as a
cover. It is not applicable to other types of landfills. It does not apply to geosynthetics used as an ADC.

1.2 This standard addresses the evaluation of an ADC and its ability to control fires and odors and whether or not the cover
contains materials that present a threat to human health and the environment. The control of disease vectors and blowing litter can
be evaluated by observation, and scavenging is controlled by security procedures and other operating practices.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
requirements prior to use.

2. Referenced Documents

2.1 ASTM Standards:
D 4982 Test Methods for Flammability Potential Screening Analysis of Waste2

1 This specification is under the jurisdiction of ASTM Committee D35 on Geosynthetics and is the direct responsibility of Subcommittee D35.03 on Permeability and
Filtration.
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