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1. Scope

1.1 This test method is used to determine the concentration
of available inorganic cyanide in an aqueous wastewater or
effluent. The method detects the cyanides that are free (HCN
and CN") and metal-cyanide complexes that are easily disso-
ciated into free cyanide ions. The method does not detect the
less toxic strong metal-cyanide complexes, cyanides that are
not “amenable to chlorination.”

1.2 Total cyanide can be determined for samples that have
been distilled as described in Test Methods D2036, Test
Method A, Total Cyanides after Distillation. The cyanide
complexes are dissociated and absorbed into the sodium
hydroxide capture solution, which can be analyzed with this
test method; therefore, ligand exchange reagents from 8.12 and
8.13 would not be required when determining total cyanide
after distillation.

1.3 This procedure is applicable over a range of approxi-
mately 2 pg/L to 400 pg/L (parts per billion) available cya-
nides. Higher concentrations can be analyzed by dilution or
lower injection volume.

1.4 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.
Specific hazard statements are given in 8.6 and Section 9.

1.6 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-

! This test method is under the jurisdiction of ASTM Committee D19 on Water
and is the direct responsibility of Subcommittee D19.06 on Methods for Analysis for
Organic Substances in Water.
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mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Commiittee.

2. Referenced Documents

2.1 ASTM Standards:*

D1129 Terminology Relating to Water

D1193 Specification for Reagent Water

D2036 Test Methods for Cyanides in Water

D3856 Guide for Management Systems in Laboratories
Engaged in Analysis of Water

D5847 Practice for Writing Quality Control Specifications
for Standard Test Methods for Water Analysis

D6696 Guide for Understanding Cyanide Species

D7365 Practice for Sampling, Preservation and Mitigating
Interferences in Water Samples for Analysis of Cyanide

3. Terminology

3.1 Definitions:

3.1.1 For definitions of terms used in this standard, refer to
Terminology D1129 and Guide D6696.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 available cyanides, n—Inorganic cyanides that are
free (HCN and CN’) and metal-cyanide complexes that are
easily dissociated into free cyanide ions.

3.2.1.1 Discussion—Available cyanide does not include the
less toxic strong metal-cyanide complexes, cyanides that are
not “amenable to chlorination” and includes weak acid disso-
ciable or weak and dissociable (WAD) cyanides for use in the
implementation of International Cyanide Management Code.

4. Summary of Test Method

4.1 Complex cyanides bound with nickel or mercury are
released by ligand displacement by the addition of a ligand
displacement agent, when necessary.

4.2 Other weak and dissociable cyanide species do not
require ligand displacement.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
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