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This standard is issued under the fixed designation D7049; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (&) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers a procedure for the determina-
tion of both total collected particulate matter and extractable
mass metal removal fluid aerosol concentrations in the range of
0.05 to 5 mg/m? in workplace atmospheres.

1.2 This test method describes a standardized means of
collecting worker exposure information that can be compared
to existing exposure databases, using a test method that is also
more specific to metal removal fluids.

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

D1356 Terminology Relating to Sampling and Analysis of
Atmospheres

D3195 Practice for Rotameter Calibration

D3670 Guide for Determination of Precision and Bias of
Methods of Committee D22

D4532 Test Method for Respirable Dust in Workplace At-
mospheres Using Cyclone Samplers

D5337 Practice for Flow Rate Adjustment of Personal Sam-
pling Pumps

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

! This test method is under the jurisdiction of ASTM Committee D22 on Air
Quality and is the direct responsibility of Subcommittee D22.04 on Workplace Air
Quality.
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2.2 Government Standards:

29 CFR 1910.1000 Air Contaminants®

29 CFR 1910.1450 Occupational Exposure to Hazardous
Chemicals in Laboratories®

2.3 NIOSH Document:

Method 0500 NIOSH Manual of Analytical Methods
(NMAM), 4th Ed*

3. Terminology

3.1 For definitions of terms relating to this test method, refer
to Terminology D1356.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 breathing zone, n—the worker’s breathing zone con-
sists of a hemisphere 300-mm radius extending in front of the
face, centered on the midpoint of a line joining the ears; the
base of the hemisphere is a plane through this line, the top of
the head and the larynx.

3.2.2 extractable mass, n—the material removed by liquid
extraction of the filter using a mixed-polarity solvent mixture.
This mass is an approximation of the metal removal fluid
portion of the workplace aerosol.

3.2.3 filter set, n—a group of filters from the same produc-
tion lot that are weighed and assembled into the filter cassettes
at one time. The filter set may be used for sampling on multiple
days with the appropriate field blanks being submitted for each
sampling day.

3.2.4 metal removal fluids, n—the subset of metal working
fluids that are used for wet machining or grinding to produce
the finished part. Metal removal fluids are often characterized
as straight, soluble, semisynthetic, and synthetic.

3.2.4.1 Discussion—Metal removal fluids addressed by this
practice include straight or neat oils, not intended for further
dilution with water, and water-miscible soluble oils,
semisynthetics, and synthetics, which are intended to be diluted
with water before use. Metal removal fluids become contami-
nated during use in the workplace with a variety of workplace
substances including, but not limited to, abrasive particles,
tramp oils, cleaners, dirt, metal fines and shavings, dissolved
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