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Standard Test Method for
Measurement of Surface Roughness of Abrasive Blast
Cleaned Metal Surfaces Using a Portable Stylus Instrument1

This standard is issued under the fixed designation D7127; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method describes a shop or field procedure for
determination of roughness characteristics of surfaces prepared
for painting by abrasive blasting. The procedure uses a portable
skidded or non-skidded stylus profile tracing instrument. The
measured characteristics are: Rt and Rpc. Additional measures
of profile height (Rmax and/or Rz) may also be obtained as
agreed upon by purchaser and seller. (The digitally-determined
profile parameters Rt, Rmax, Ry and Rzlmax are extremely
similar in definition.)

1.2 The values stated in SI units are to be regarded as the
standard. The values given in parentheses are for information
only.

1.3 In general, this method should be limited to the mea-
surement of surface roughness where Rt is in the range 10 to
150 µm (0.4 to 6 mil) and where the Peak Count, Rpc is less
than 180 peaks/cm (450 peaks/in.).

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

D4417 Test Methods for Field Measurement of Surface
Profile of Blast Cleaned Steel

E177 Practice for Use of the Terms Precision and Bias in
ASTM Test Methods

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

2.2 ASME Standard:
ASME B46.1-2002 Surface Texture, Surface Roughness

Waviness and Lay3

2.3 ISO Standards:
ISO 4287: 1997 Geometrical Product Specifications

(GPS)—Surface Texture: Profile Method—Terms,
Definitions, and Surface Parameters4

3. Terminology

3.1 Definitions—The following definitions are provided as
an aid to users of this document. Formal definitions of the
surface roughness and instrument parameters below are con-
tained in the referenced standards (Fig. 1).

3.1.1 deadband, n—that distance above and below the mean
line that a continuous trace line must cross in both directions
(up and down) to count as a single peak.

3.1.1.1 Discussion—Use of a deadband diminishes the ef-
fect of small, spurious peaks due to noise.

3.1.2 evaluation length, n—a sequence of five consecutive
sampling lengths.

3.1.3 Rpc, n—the number of peak/valley pairs, per unit of
length, extending outside a “deadband” centered on the mean
line.

3.1.4 Rt, n—the vertical distance between the highest peak
and lowest valley within any given evaluation length.

3.1.5 Rmax, n—the greatest vertical distance between high-
est peak and lowest valley for any of the five sampling lengths
that comprise an evaluation length.

3.1.6 Rz, n—the vertical distance between the highest peak
and lowest valley in a sampling length averaged over the five
sampling lengths comprising the evaluation length.

3.1.7 sampling length, n—the nominal distance parallel to
the surface being assessed within which a single value of a
surface parameter is determined.

1 This test method is under the jurisdiction of ASTM Committee D01 on Paint
and Related Coatings, Materials, and Applications and is the direct responsibility of
Subcommittee D01.46 on Industrial Protective Coatings.
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