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Standard Test Method for

Determination of Intrinsic Stability of Asphaltene-Containing
Residues, Heavy Fuel Oils, and Crude Oils (n-Heptane
Phase Separation; Optical Detection)1

This standard is issued under the fixed designation D7157; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This test method covers procedures for quantifying the

intrinsic stability of the asphaltenes in an oil by automatic

instruments using optical detection.

1.2 This test method is applicable to residual products from

thermal and hydrocracking processes, to products typical of

Specifications D396 Grades No. 5L, 5H, and 6, and D2880

Grades No. 3-GT and 4-GT, and to crude oils, providing these

products contain 0.5 % by mass or greater concentration of

asphaltenes (see Test Method D6560).

1.3 This test method quantifies asphaltene stability in terms

of state of peptization of the asphaltenes (S-value), intrinsic

stability of the oily medium (So) and the solvency requirements

of the peptized asphaltenes (Sa).

1.4 The values stated in SI units are to be regarded as

standard. No other units of measurement are included in this

standard.

1.5 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.6 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D396 Specification for Fuel Oils

D2880 Specification for Gas Turbine Fuel Oils

D4057 Practice for Manual Sampling of Petroleum and

Petroleum Products

D4175 Terminology Relating to Petroleum Products, Liquid

Fuels, and Lubricants

D4177 Practice for Automatic Sampling of Petroleum and

Petroleum Products

D4870 Test Method for Determination of Total Sediment in

Residual Fuels

D6300 Practice for Determination of Precision and Bias

Data for Use in Test Methods for Petroleum Products,

Liquid Fuels, and Lubricants

D6560 Test Method for Determination of Asphaltenes (Hep-

tane Insolubles) in Crude Petroleum and Petroleum Prod-

ucts

D6708 Practice for Statistical Assessment and Improvement

of Expected Agreement Between Two Test Methods that

Purport to Measure the Same Property of a Material

D6792 Practice for Quality Management Systems in Petro-

leum Products, Liquid Fuels, and Lubricants Testing

Laboratories

3. Terminology

3.1 Definitions:

3.1.1 For definitions of some terms used in this test method,

refer to Terminology D4175.

3.1.2 asphaltenes, n—(rarely used in the singular), in petro-

leum technology, represent an oil fraction that is soluble in a

specified aromatic solvent but separates upon addition of an

excess of a specified paraffinic solvent.
1 This test method is under the jurisdiction of Committee D02 on Petroleum

Products, Liquid Fuels, and Lubricants and is the direct responsibility of Subcom-

mittee D02.14 on Stability, Cleanliness and Compatibility of Liquid Fuels.
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*A Summary of Changes section appears at the end of this standard
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