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1. Scope

1.1 This test method describes the procedures to determine

the opacity of a plume, using digital imagery and associated

hardware and software. The aforementioned plume is caused

by particulate matter emitted from a stationary point source in

the outdoor ambient environment.

1.2 The opacity of emissions is determined by the applica-

tion of a Digital Camera Opacity Technique (DCOT) that

consists of a Digital Still Camera, Analysis Software, and the

Output Function’s content to obtain and interpret digital images

to determine and report plume opacity.

1.3 This method is suitable to determine the opacity of

plumes from zero (0) percent to one hundred (100) percent.

1.4 Conditions that shall be considered when using this

method to obtain the digital image of the plume include the

plume’s background, the existence of condensed water in the

plume, orientation of the Digital Still Camera to the plume and

the sun (see Section 8).

1.5 This standard describes the procedures to certify the

DCOT, hardware, software, and method to determine the

opacity of the plumes.

1.6 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.7 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D1356 Terminology Relating to Sampling and Analysis of

Atmospheres

E691 Practice for Conducting an Interlaboratory Study to

Determine the Precision of a Test Method

2.2 U.S. Environmental Protection Agency (USEPA) Docu-

ment:3

USEPA Method 9 Visual Determination of the Opacity of

Emissions from Stationary Sources, 40 CFR, Part 60,

Appendix A-4

2.3 Institute of Electrical and Electronics Engineers (IEEE)

Document:4

IEEE 12207-2008 Systems and Software Engineering—

Software Life Cycle Processes (ISO/IEC 12207:2008(E)),

Edition: 2nd, Institute of Electrical and Electronics

Engineers, 01-Feb-2008, 138 pages, ISBN:

9780738156637

2.4 Japanese Electronic and Information Technology Indus-

tries Association (JEITA) Document:5

Exchangeable Image File Format (EXIF) for Digital Still

Cameras Joint Photographic Experts Group: JPEG file

format version 2.21, JEITA CP-3451-1 (English version)

dated 2003-09

2.5 International Organization for Standardization (ISO)

Standard:6

ISO 9001:2000(s) Quality Management Systems – Require-

ments
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