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1. Scope

1.1 This test method covers the determination of total sulfur
in liquid hydrocarbon based fuel with a final boiling point of up
to 450 °C. It is applicable to analysis of natural, processed and
final product materials containing sulfur in the range of
4.0 mg/kg to 830 mg/kg (see Note 1).

Norte 1—For liquid hydrocarbons containing less than 4.0 mg/kg total
sulfur or more than 830 mg/kg total sulfur, Test Method D5453 may be
more appropriate.

1.2 This test method is applicable for total sulfur determi-
nation in liquid hydrocarbons containing less than 0.35 %
(m/m) halogen(s).

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety, health, and environmental practices and deter-
mine the applicability of regulatory limitations prior to use.
For specific hazard statements, see 4.1, 8.3, and Section 9.

1.5 This international standard was developed in accor-
dance with internationally recognized principles on standard-
ization established in the Decision on Principles for the
Development of International Standards, Guides and Recom-
mendations issued by the World Trade Organization Technical
Barriers to Trade (TBT) Committee.

2. Referenced Documents
2.1 ASTM Standards:*

" This test method is under the jurisdiction of ASTM Committee D02 on
Petroleum Products, Liquid Fuels, and Lubricants and is the direct responsibility of
Subcommittee D02.03 on Elemental Analysis.

Current edition approved May 1, 2020. Published June 2020. Originally
approved in 2010. Last previous edition approved in 2015 as D7620 — 10 (2015).
DOI:10.1520/D7620-10R20.

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

D1298 Test Method for Density, Relative Density, or API
Gravity of Crude Petroleum and Liquid Petroleum Prod-
ucts by Hydrometer Method

D4052 Test Method for Density, Relative Density, and API
Gravity of Liquids by Digital Density Meter

D4057 Practice for Manual Sampling of Petroleum and
Petroleum Products

D4175 Terminology Relating to Petroleum Products, Liquid
Fuels, and Lubricants

D4177 Practice for Automatic Sampling of Petroleum and
Petroleum Products

D5453 Test Method for Determination of Total Sulfur in
Light Hydrocarbons, Spark Ignition Engine Fuel, Diesel
Engine Fuel, and Engine Oil by Ultraviolet Fluorescence

D6299 Practice for Applying Statistical Quality Assurance
and Control Charting Techniques to Evaluate Analytical
Measurement System Performance

D6300 Practice for Determination of Precision and Bias
Data for Use in Test Methods for Petroleum Products,
Liquid Fuels, and Lubricants

D6792 Practice for Quality Management Systems in Petro-
leum Products, Liquid Fuels, and Lubricants Testing
Laboratories

3. Terminology

3.1 Definitions:

3.1.1 See Terminology D4175 for definitions of other terms
used in this test method.

3.1.2 oxidative pyrolysis, n—process in which a sample
undergoes complete combustion in an appropriate oxygen
containing environment at a sufficiently elevated temperature.

3.1.2.1 Discussion—Organic compounds pyrolytically oxi-
dize to carbon dioxide and water and oxides of other elements
that are in the sample.

4. Summary of Test Method

4.1 A small, very controlled flow of hydrocarbon sample is
continuously injected during measurement. It is introduced via
a syringe into a high temperature combustion tube containing
air where sulfur is oxidized to sulfur dioxide (SO,). Water
produced during the sample combustion is removed, as
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