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1. Scope

1.1 This guide covers the determination of the roundness of
glass spheres used in pavement marking systems using a
flowing stream digital analyzer. Typical gradations for pave-
ment marking systems are defined in ranges from Type 0
through 5 in AASHTO M247.

1.2 This guide provides for the presentation of roundness
data in a variety of formats to the requirement of the agency
pavement marking material specification. For most specifica-
tions the standard format is to present the roundness data as
Percent True Spheres relative to a series of standard ASTM
sieve sizes.

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:*

B215 Practices for Sampling Metal Powders

2.2 AASHTO Standard:*

AASHTO M247 Standard Glass Beads Used in Traffic
Markings

2.3 ISO Standards:

ISO 9276-6 Representation of results of particle size analy-
sis — Part 6: Descriptive and quantitative representation
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of particle shape and morphology
ISO 13322-1 Particle size analysis — Image analysis meth-
ods — Part 1: Static image analysis methods

3. Terminology

3.1 Flowing Stream Digital Analyzer:

3.1.1 A computer controlled particle analyzer employing a
high resolution digital imaging device and computer image
processing software to do photo optical single particle counting
and particle size analysis.

3.2 Roundness of Glass Beads:

3.2.1 Roundness, in the context of this guide, refers to the
percentage of true spheres in a sample as a ratio of the total
number of particles measured.

3.2.2 Methods:

3.2.2.1 These are specific observations and calculations of
the streaming particles that combine to form a protocol for
measuring the percentage of true spheres within the sample.

3.3 Aspect Ratio:

3.3.1 Aspect ratio, often referred to as b/l or w/l, is one of
the several methods of determining roundness and is illustrated
in Fig. 1.

3.3.2 Aspect ratio will be the recommended method for the
majority of roundness measurements, especially when there
exists a reasonable expectation that all of the particles being
measured have rounded surfaces and mostly resemble the
shape of a sphere.

3.4 Sphericity (also referred to as circularity):
3.4.1 Sphericity is one of a number of methods of determin-
ing roundness and is illustrated in Fig. 2.
3.4.2 SPHT-value or sphericity is calculated from the mea-
surements of
1. the area® A* of the particle projection (particle image),
2. multiplied by four - Pi (4m) and
3. divided by the perimeter P of the particle projection
squared (P?).
3.4.3 SPHT result values are between 0 and 1 (including 1)
and following ISO 9276-6.

Note 1—A high percentage of the volume of glass beads are produced
from crushed and sized recycled glass. The most common method of
production involves passing the particles in a reverse free fall through a
gas-rich, highly luminous, natural gas flame wherein they reach their
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