
Designation: D8268 − 19 (Reapproved 2023)

Standard Practice for

Rubber Compounding Materials—Evaluation of Recycled
Vulcanizate Particulate Rubber1

This standard is issued under the fixed designation D8268; the number immediately following the designation indicates the year of

original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice covers the evaluation methods for the

compounding material commercially known as recycled vul-

canizate particulate rubber. The methods are of general usage

in quality control or are needed for the classification of the

recycled vulcanizate particulate rubber according to Classifi-

cation D5603.

1.2 The values stated in SI units are to be regarded as

standard. The values given in parentheses after SI units are

provided for information only and are not considered standard.

1.3 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.4 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D297 Test Methods for Rubber Products—Chemical Analy-

sis

D1509 Test Methods for Carbon Black—Heating Loss

D1566 Terminology Relating to Rubber

D5603 Classification for Rubber Compounding Materials—

Recycled Vulcanizate Rubber

D5644 Test Method for Rubber Compounding Materials—

Determination of Particle Size Distribution of Recycled

Vulcanizate Particulate Rubber

E105 Guide for Probability Sampling of Materials

E122 Practice for Calculating Sample Size to Estimate, With

Specified Precision, the Average for a Characteristic of a

Lot or Process

E1131 Test Method for Compositional Analysis by Thermo-

gravimetry

3. Terminology

3.1 See Terminology D1566.

3.2 Definitions:

3.2.1 bulk density, n—mass per unit volume of a material,

including any voids present.

3.2.2 particulate rubber, n—rubber, vulcanized or

unvulcanized, that has been transformed into a collection of

particles, with or without a coating of a partitioning agent to

prevent agglomeration during production, transportation, or

storage (see buffing rubber, granulated rubber, ground rubber,

and powdered rubber).

4. Significance and Use

4.1 For quality control and classification purposes, it is

required to determine the composition of recycled vulcanizate

particulate rubber.

4.2 This practice provides references for standard test meth-

ods for composition analysis of rubber and offers a guide for

methods widely applied by the recycling industry.

5. Sampling

5.1 As a process quality control effort, it is recommended

that samples for the testing be taken for sieve classification at

least once per production shift, once per lot or as agreed upon

between the customer and the feedstock supplier.

5.2 Test portions for sieve testing on products that are

coarser than 800 µm (20 mesh) are selected in accordance with

Practices E105 and E122.

6. Test Methods

6.1 The test methods in Table 1 shall be used to determine

the composition of recycled vulcanizate particulate rubber.

1 This practice is under the jurisdiction of ASTM Committee D11 on Rubber and

Rubber-like Materials and is the direct responsibility of Subcommittee D11.27 on

Rubber Sustainability.
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