
Designation: D8509/D8509M − 23

Standard Guide for

Test Method Selection and Test Specimen Design for Bolted
Joint Related Properties1

This standard is issued under the fixed designation D8509/D8509M; the number immediately following the designation indicates the

year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last

reapproval. A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This guide covers the test method selection and associ-

ated test specimen design to produce test data to be used for

typical bolted joint analyses. These test methods are limited to

use with multi-directional polymer matrix composite laminates

reinforced by high-modulus fibers. This standard is intended to

be used by persons requesting these test types.

1.2 Test requestors designing these specimens need to be

familiar with the referenced Test Method and Practice

standards, CMH-17 Volume 3 Chapter 11, and the stress

analysis methods that will use the resulting design data.

1.3 Units—The values stated in either SI units or inch-

pound units are to be regarded separately as standard. The

values stated in each system are not necessarily exact equiva-

lents; therefore, to ensure conformance with the standard, each

system shall be used independently of the other, and values

from the two systems shall not be combined.

1.3.1 Within the text the inch-pound units are shown in

brackets.

1.4 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.5 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:2

D883 Terminology Relating to Plastics

D3039/D3039M Test Method for Tensile Properties of Poly-

mer Matrix Composite Materials

D3878 Terminology for Composite Materials

D4762 Guide for Testing Polymer Matrix Composite Mate-

rials

D5687/D5687M Guide for Preparation of Flat Composite

Panels with Processing Guidelines for Specimen Prepara-

tion

D5766/D5766M Test Method for Open-Hole Tensile

Strength of Polymer Matrix Composite Laminates

D5961/D5961M Test Method for Bearing Response of Poly-

mer Matrix Composite Laminates

D6484/D6484M Test Method for Open-Hole Compressive

Strength of Polymer Matrix Composite Laminates

D6641/D6641M Test Method for Compressive Properties of

Polymer Matrix Composite Materials Using a Combined

Loading Compression (CLC) Test Fixture

D6742/D6742M Practice for Filled-Hole Tension and Com-

pression Testing of Polymer Matrix Composite Laminates

D6873/D6873M Practice for Bearing Fatigue Response of

Polymer Matrix Composite Laminates

D7248/D7248M Test Method for High Bearing - Low By-

pass Interaction Response of Polymer Matrix Composite

Laminates Using 2-Fastener Specimens

D7332/D7332M Test Method for Measuring the Fastener

Pull-Through Resistance of a Fiber-Reinforced Polymer

Matrix Composite

D7615/D7615M Practice for Open-Hole Fatigue Response

of Polymer Matrix Composite Laminates

D8066/D8066M Practice Unnotched Compression Testing

of Polymer Matrix Composite Laminates

D8387/D8387M Test Method for High Bypass – Low Bear-

ing Interaction Response of Polymer Matrix Composite

Laminates

1 This test method is under the jurisdiction of ASTM Committee D30 on

Composite Materials and is the direct responsibility of Subcommittee D30.05 on

Structural Test Methods.
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2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or

contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
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