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Standard Test Method for

Local Buckling and Crippling under Axial Compressive
Loading1

This standard is issued under the fixed designation D8510/D8510M; the number immediately following the designation indicates the

year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last

reapproval. A superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the local buckling and crippling

stresses for one-edge-free and no-edge-free cross section

configurations using solid laminate composite material con-

struction. Design of test specimens is covered in Guide

D8511/D8511M. A number of test parameters may be varied

within the scope of the standard, provided that the parameters

are fully documented in the test report. The composite material

forms are limited to continuous-fiber or discontinuous-fiber

(tape, fabric, braids or hybrids of these forms) reinforced

composites.

1.2 This test method requires careful specimen design,

instrumentation, data measurement and data analysis. The use

of this test method requires close coordination between the test

requestor and the test lab personnel. Test requestors need to be

familiar with Guide D8511/D8511M and CMH-17 Volume 3

Chapter 92(1).

1.3 Units—The values stated in either SI units or inch-

pound units are to be regarded separately as standard. The

values stated in each system are not necessarily exact equiva-

lents; therefore, to ensure conformance with the standard, each

system shall be used independently of the other, and values

from the two systems shall not be combined.

1.3.1 Within the text the inch-pound units are shown in

brackets.

1.4 This standard does not purport to address all of the

safety concerns, if any, associated with its use. It is the

responsibility of the user of this standard to establish appro-

priate safety, health, and environmental practices and deter-

mine the applicability of regulatory limitations prior to use.

1.5 This international standard was developed in accor-

dance with internationally recognized principles on standard-

ization established in the Decision on Principles for the

Development of International Standards, Guides and Recom-

mendations issued by the World Trade Organization Technical

Barriers to Trade (TBT) Committee.

2. Referenced Documents

2.1 ASTM Standards:3

D792 Test Methods for Density and Specific Gravity (Rela-

tive Density) of Plastics by Displacement

D883 Terminology Relating to Plastics

D2584 Test Method for Ignition Loss of Cured Reinforced

Resins

D2734 Test Methods for Void Content of Reinforced Plastics

D3171 Test Methods for Constituent Content of Composite

Materials

D3878 Terminology for Composite Materials

D5229/D5229M Test Method for Moisture Absorption Prop-

erties and Equilibrium Conditioning of Polymer Matrix

Composite Materials

D5687/D5687M Guide for Preparation of Flat Composite

Panels with Processing Guidelines for Specimen Prepara-

tion

D7137/D7137M Test Method for Compressive Residual

Strength Properties of Damaged Polymer Matrix Compos-

ite Plates

D8511/D8511M

E4 Practices for Force Calibration and Verification of Test-

ing Machines

E6 Terminology Relating to Methods of Mechanical Testing

E83 Practice for Verification and Classification of Exten-

someter Systems

E177 Practice for Use of the Terms Precision and Bias in

ASTM Test Methods

E251 Test Methods for Performance Characteristics of Me-

tallic Bonded Resistance Strain Gages

E456 Terminology Relating to Quality and Statistics

E1237 Guide for Installing Bonded Resistance Strain Gages

3. Terminology

3.1 Definitions:1 This test method is under the jurisdiction of ASTM Committee D30 on

Composite Materials and is the direct responsibility of Subcommittee D30.05 on

Structural Test Methods.
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