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Standard Practice for
Determining Neutron Fluence, Fluence Rate, and Spectra by
Radioactivation Techniques *

This standard is issued under the fixed designation E 261; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope E 266 Test Method for Measuring Fast-Neutron Reaction
1.1 This practice describes the general procedures for the Rates by Radioactivation of Aluminuim

determination of neutron fluence rate, fluence, and energy E 343 TestMethod for Measuring Reaction Rates by Analy-

spectra from the radioactivity that is induced in a detector ~Sis of Molybdenum-99 Radioactivity from Fission Dosim-

specimen. eterg _ _
1.2 The practice is directed toward the determination of E 393 Test Method for Measuring Reaction Rates by Analy-

these quantities in connection with radiation effects on mate- _Sis of Barium-140 from Fission Dosimetérs

rials. E 481 Test Method for Measuring Neutron Fluence Rate by
1.3 For application of these techniques to reactor vessel Radioactivation of Cobalt and Silver .
surveillance, see also Test Methods E 1005. E 523 Test Method for Measuring Fast-Neutron Reaction

1.4 This standard does not purport to address all of the _Rates by Radioactivation of Copper _
safety concerns, if any, associated with its use. It is the E526 Test Method for Measuring Fast-Neutron Reaction
responsibility of the user of this standard to establish appro- _Rates by Radioactivation of Titanitfm
priate safety and health practices and determine the applica- E 704 Test Method for Measuring Reaction Rates by Ra-

bility of regulatory limitations prior to use. dioactivation of Uranium-238 _
_ o o E 705 Test Method for Measuring Reaction Rates by Ra-
Note 1—Detailed methods for individual detectors are given in the dioactivation of Neptunium-2§7

following ASTM test methods: E 262, E 263, E 264, E 265, E 266, E 343, : ; P
E 303 E 481, E 523, E 526, E 704 E 705, and E 854, E 844 Guide fo_r Sensor Set Design and Irradiation for
Reactor Surveillance, E 706(11€)
2. Referenced Documents E 854 Test Method for Application and Analysis of Solid
2 1 ASTM Standards: State Track Recorder (SSTR) Monitors for Reactor Sur-

E 170 Terminology Relating to Radiation Measurements _Vveillance, E 706(lliB} _
and Dosimetry E 944 Guide for Application of Neutron Spectrum Adjust-

E 181 Test Methods for Detector Calibration and Analysis _Ment Methods in Reactor Surveillance, (IfA) _
of Radionuclide® E 1005 Test Method for Application and Analysis of Radio-

E 262 Test Method for Determining Thermal Neutron Re- metric Monitors for Reactor Vessel Surveillance, E 706
action and Fluence Rates by Radioactivation Techniques (IA) . o

E 263 Test Method for Measuring Fast-Neutron Reaction E 1018 Guide for Application of ASTM Evaluated Cross
Rates by Radioactivation of Irn Section Data File, Matrix E 706 (11B)

E 264 Test Method for Measuring Fast-Neutron Reaction 22, SO Standard: o
Rates by Radioactivation of Nickel Guide in the Expression of Uncertainty in Measurement

E 265 Test Method for Measuring Reaction Rates an

. e %, Terminology
Fast-Neutron Fluences by Radioactivation of Sulfuf-32

3.1 Descriptions of terms relating to dosimetry are found in
Terminology E 170.

1 This practice is under the jurisdiction of ASTM Committee E10 on Nuclear
Technology and Applications and is the direct responsibility of Subcommittee
E10.05 on Nuclear Radiation Metrology.

Current edition approved July 10, 2003. Published August 2003. Originally
approved in 1965 as E 261 —65T. Last previous edition approved in 1998 as
E 261 -98.

2 Annual Book of ASTM Standardgol 12.02.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



