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Standard Test Methods for
Chemical Analysis of Carbon Steel, Low-Alloy Steel, Silicon
Electrical Steel, Ingot Iron, and Wrought lIron  *

This standard is issued under the fixed designation E 350; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A

superscript epsilone] indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

€' Note—Editorial changes were made in November 2000.

1. Scope Aluminum, Total, by the 8-Quinolinol Photometric Method (0.003

. . to 0.20 %)
1.1 These test methods cover the chemical analySIS %uminum, Total or Acid-Soluble, by the Atomic Absorption

carbon steels, low-alloy steels, silicon electrical steels, ingot method (0.005 to 0.20 %)
iron, and Wrought iron having chemical Compositions within Antimony by the Brilliant Green Photometric Method (0.0002 to

: Cita- 0.030 %)
the fOHOWIng limits: Bismuth by the Atomic Absorption Method (0.02 to 0.25 %)
Element Concentration Range, % Boron by the Distillation-Curcumin Photometric Method (0.0003

Aluminum 0.001 to 1.50 to 0.006 %)
Antimony 0.002 to 0.03 Calcium by the Direct-Current Argon Plasma Optical Emission
Arsenic 0.0005 to 0.10 Spectroscopy Method (0.0005 to 0.010 %)
Bismuth 0.005 to 0.50 Carbon, Total, by the Combustion Gravimetric Method (0.05 to
Boron 0.0005 to 0.02 1.80 %)—Discontinued 1995
Calcium 0.0005 to 0.01 Cerium and Lanthanum by the D-C Plasma Optical Emission
Cerium 0.005 to 0.50 Method (0.003 to 0.50 % Cerium, 0.001 to 0.30 % Lanthanum)
Chromium 0.005 to 3.99 Chromium by the Atomic Absorption Method (0.006 to 1.00 %)
Cobalt 0.01 to0.30 Chromium by the Peroxydisulfate Oxidation-Titration Method
Columbium (Niobium) 0.002 to 0.20 (0.05 to 3.99 %)
Copper 0.005 to 1.50 Cobalt by the Nitroso-R Salt Photometric Method (0.01 to
Lanthanum 0.001 to 0.30 0.30 %)
Lead 0.001 to 0.50 Copper by the Atomic Absorption Method (0.004 to 0.5 %)
Manganese 0.01 to 2.50 Copper by the Neocuproine Photometric Method (0.005 to
Molybdenum 0.002 to 1.50 1.50 %)
Nickel 0.005 to 5.00 Lead by the lon-Exchange—Atomic Absorption Method (0.001 to
Nitrogen 0.0005 to 0.04 0.50 %)
Oxygen 0.0001 to 0.03 Manganese by the Atomic Absorption Method (0.005 to 2.0 %)
Phosphorus 0.001 to 0.25 Manganese by the Metaperiodate Photometric Method (0.01 to
Selenium 0.001 to 0.50 2.5 %)
Silicon 0.001 to 5.00 Manganese by the Peroxydisulfate-Arsenite Titrimetric Method
Sulfur 0.001 to 0.60 (0.10 to 2.50 %)
Tin 0.002 to 0.10 Molybdenum by the Thiocyanate Photometric Method (0.01 to
Titanium 0.002 to 0.60 1.50 %)
Tungsten 0.005 to 0.10 Nickel by the Atomic Absorption Method (0.003 to 0.5 %)
Vanadium 0.005 to 0.50 Nickel by the Dimethylglyoxime Gravimetric Method (0.1 to
Zirconium 0.005 to 0.15 5.00 %)

Nickel by the lon-Exchange-Atomic—Absorption Method (0.005
1.2 The test methods in this standard are contained in theto 1.00 %)
sections indicated as follows: Phosphorus by the Alkalimetric Method (0.02 to 0.25 %)
Phosphorus by the Molybdenum Blue Photometric Method (0.003
Sections to 0.09 %)
Silicon by the Molybdenum Blue Photometric Method (0.01 to
Aluminum, Total, by the 8-Quinolinol Gravimetric Method (0.20 0.06 %)
to 1.5 %) 124-131 Silicon by the Gravimetric Titration Method (0.01 to 3.5 %)
Sulfur by the Combustion-lodate Titration Method (0.005 to
0.3 %)
Tin by the Sulfide-lodometric Titration Method (0.01 to 0.1 %)
Tin by the Solvent Extraction-Atomic Absorption Method (0.002
1 These test methods are under the jurisdiction of ASTM Committee E01 on to 0.10 %)
Analytical Chemistry for Metals, Ores, and Related Materials and are the directfitanium, Total, by the Diantipyrylmethane Spectrophotometric
responsibility of Subcommittee E01.01 on Iron, Steel, and Ferroalloys. Method (0.025 t0 0.30 %)
Current edition approved Jan. 15, 1995, Published March 1995. OriginallyVanadium by the Atomic Absorption Method (0.006 to 0.15 %)
published as E 350 — 68. Last previous edition E 350 — 94.
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