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Determination of Crushing Strength of Iron Ore Pellets
This standard is issued under the fixed designation E 382; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method describes a method for determining the crushing strength of fired iron ore pellets. Cylindrical agglomerates
briquettes, and reduced pellets are not covered by this test method.

1.2 The values as stated in Sl units are to be regarded as the standards. The values in parentheses are given for information ol

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents
2.1 ASTM Standards:

E-389—Test-Method 50 Practices ferParticle-Size-or-Sereen-Analysis—at-Ne—4—4-75-mm) Sieve Apparatus, Reagents, an

! This test method is under the jurisdiction of ASTM Committee E-1 EO1 on Analytical Chemistry for Metals, Ores, and Related Materials and is spdinsittility
of Subcommittee E01.02 on Ores, Concentrates, and Related Metallurgical Materials.
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