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This standard is issued under the fixed designation E 390; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope 3. Terminology

1.1 This standard provides reference radiographs for steel 3.1 Definitions—For definitions of terms used in this docu-
fusion welds that contain typical discontinuities with varying ment, see Terminology E 1316, Section D.
severity levels in different thicknesses of material. o
1.2 There are three volumes of reference radiographs baséd Significance and Use
on seven nominal weld thicknesses as follows: 4.1 These reference radiographs may be used as a means for
Vol I—Set of 16 plates (8 by 11 in.) covering base material establishing the types and severity levels of discontinuities that
up to and including/s in. (6.4 mm) in thickness. are revealed by radiographic examination of steel fusion welds.
Vol 1l—Set of 29 plates (8 by 11 in.) covering base 4.2 Each volume contains illustrations of representative
material over¥s to and including 3 in. (6.4 to 76 mm) in graded and ungraded discontinuities applicable to seven thick-
thickness. ness ranges, as shown in Table 1. Table 2 lists the discontinuity
Vol 1ll—Set of 32 plates (82 by 11 in.) covering base types and severities illustrated for each thickness of base
material over 3 to including 8 in. (76 to 203 mm) in thickness.material. Each of the graded discontinuity types has five
1.3 The values stated in inch-pound units are to be regardegkverity levels, 1 through 5 in order of increasing severity. The
as the standard. ungraded discontinuities are included for informational pur-
1.4 This standard does not purport to address all of theposes.
safety concerns, if any, associated with its use. It is the 4.3 These reference radiographs may be used in contractual
responsibility of the user of this standard to establish appro-specifications, for which agreement has been reached between
priate safety and health practices and determine the applicapurchaser and supplier, to establish acceptance limits of the

bility of regulatory limitations prior to use. types and severity levels of discontinuities revealed by radio-
graphic examination.

2. Referenced Documents 4.4 The use of this document is not intended to be restricted
2.1 ASTM Standards: to the specific energy levels given in Table 3 or to the thickness
E 94 Guide for Radiographic Examinatfon limits given in Table 1. This document may be used, where
E 1316 Terminology for Nondestructive Examinatibns  there is no other applicable document, for other energy levels
2.2 ASTM Adjuncts: or thicknesses, or both, for which it is found to be applicable
Reference Radiographs for Steel Fusion Welds: and for which agreement has been reached between purchaser
Volume 1, Thickness Up to and Includirig in. (6.4 mm} and manufacturer.

Volume Il, Thickness Ove¥a to 3 in. (6.4 to 76 mm), inél , ,
5. Preparation of Reference Radiographs

Volume lII, Thickness Over 3 to 8 in. (76 to 203 mm), ificl 5.1 The illustration in Vol | and the first two thicknesses of
Vol Il are radiographic while those in the thick section of Vol

Il (2 in.) and Vol Il are photographic reproductions.

1 These reference radiographs are under the jurisdiction of ASTM Committee 5.2 The radiographs were made to a quality level of at least
EO7 on Nondestructive Testing and are the direct responsibility of Subcommitteﬂ2 2T penetrameter Sensitivity
E07.02 on Reference Radiographs. B A A . . o

Current edition approved June 10, 2001. Published August 2001. Originally 5.3 Table 3 lists the technique used in producing the original
puglished ells E 3i»(90f— 69. Last prdevious edition E 390 — 95. radiographs. The data are included for information and are not
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> available from ASTM Headquarters, to be construed as the recommended technique.

4 Order RRE039001.

5 Order RRE039002.

8 Order RRE039003.
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