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Standard Test Method for
Linear-Elastic Plane-Strain Fracture Toughness KIc of
Metallic Materials1

This standard is issued under the fixed designation E399; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
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This standard has been approved for use by agencies of the U.S. Department of Defense.

ε1 NOTE—3.1.3 was editorially revised in May 2013.
ε2 NOTE—Note 2 of Fig. A2.2 was editorially revised in October 2013.
ε3 NOTE—Eq A3.2 was editorially corrected in December 2013.

1. Scope

1.1 This test method covers the determination of fracture
toughness (KIc) of metallic materials under predominantly
linear-elastic, plane-strain conditions using fatigue precracked
specimens having a thickness of 1.6 mm (0.063 in.) or greater2

subjected to slowly, or in special (elective) cases rapidly,
increasing crack-displacement force. Details of test apparatus,
specimen configuration, and experimental procedure are given
in the Annexes.

NOTE 1—Plane-strain fracture toughness tests of thinner materials that
are sufficiently brittle (see 7.1) can be made using other types of
specimens (1).3 There is no standard test method for such thin materials.

1.2 This test method is divided into two parts. The first part
gives general recommendations and requirements for KIc

testing. The second part consists of Annexes that give specific
information on displacement gage and loading fixture design,
special requirements for individual specimen configurations,
and detailed procedures for fatigue precracking. Additional
annexes are provided that give specific procedures for beryl-
lium and rapid-force testing.

1.3 General information and requirements common to all
specimen configurations:

Section
Referenced Documents 2
Terminology 3

Stress-Intensity Factor 3.1.1
Plane-Strain Fracture Toughness 3.1.2
Crack Plane Orientation 3.1.4

Section
Summary of Test Method 4
Significance and Use 5

Significance 5.1
Precautions 5.1.1 – 5.1.5
Practical Applications 5.2

Apparatus (see also 1.4) 6
Tension Machine 6.1
Fatigue Machine 6.2
Loading Fixtures 6.3
Displacement Gage, Measurement 6.4

Specimen Size, Configurations, and Preparation (see
also 1.5)

7

Specimen Size Estimates 7.1
Standard and Alternative Specimen Configurations 7.2
Fatigue Crack Starter Notches 7.3.1
Fatigue Precracking (see also 1.6) 7.3.2
Crack Extension Beyond Starter Notch 7.3.2.2

General Procedure 8
Specimen Measurements

Thickness 8.2.1
Width 8.2.2
Crack Size 8.2.3
Crack Plane Angle 8.2.4

Specimen Testing
Loading Rate 8.3
Test Record 8.4

Calculation and Interpretation of Results 9
Test Record Analysis 9.1
Pmax/PQ Validity Requirement 9.1.3
Specimen Size Validity Requirements 9.1.4

Reporting 10
Precision and Bias 11

1.4 Specific requirements related to test apparatus:
Double-Cantilever Displacement Gage Annex A1
Testing Fixtures Annex A2
Bend Specimen Loading Fixture Annex A2.1
Compact Specimen Loading Clevis Annex A2.2

1.5 Specific requirements related to individual specimen
configurations:

Bend Specimen SE(B) Annex A3
Compact Specimen C(T) Annex A4
Disk-Shaped Compact Specimen DC(T) Annex A5
Arc-Shaped Tension Specimen A(T) Annex A6
Arc-Shaped Bend Specimen A(B) Annex A7

1 This test method is under the jurisdiction of ASTM Committee E08 on Fatigue
and Fracture and is the direct responsibility of Subcommittee E08.07 on Fracture
Mechanics.
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2 For additional information relating to the fracture toughness testing of alumi–
inum alloys, see Practice B645.

3 The boldface numbers in parentheses refer to the list of references at the end of
this standard.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959. United States

1

 

http://www.astm.org/COMMIT/COMMITTEE/E08.htm
http://www.astm.org/COMMIT/SUBCOMMIT/E0807.htm

