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Standard Test Method for
Analysis of Ores, Minerals, and Rocks by Fire Assay
Preconcentration Optical Emission Spectrometry 1

This standard is issued under the fixed designation E 400; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers the spectrographic analysis of
ores, minerals, and rocks for silver, palladium, platinum, gold
and rhodium. The concentrations of precious metals which can
be determined in the material being analyzed depend on the
amount of sample assayed (Note 1). Concentration ranges for
the lead fire assay beads are as follows:

Element
Concentration Range,

%

Silver 0.028 to 1.40
Palladium 0.004 to 0.14
Platinum 0.004 to 0.14
Gold 0.003 to 0.14
Rhodium 0.004 to 0.07

NOTE 1—The amounts used are large enough to minimize weighing
errors. A wide range of precious metal concentrations in rocks, minerals
and ores can be covered by a modest range of percentages in the lead
beads by regulating the weights of the initial sample and the lead bead.
Also, both gold and silver can be determined in the lead bead. When either
of these metals is used as a collector for the others in the assay, as is
generally done, it cannot be determined without another assay.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. Specific hazard
statements are given in Section 7.

2. Referenced Documents

2.1 ASTM Standards:
E 50 Practices for Apparatus, Reagents, and Safety Precau-

tions for Chemical Analysis of Metals2

E 115 Practice for Photographic Processing in Optical
Emission Spectrographic Analysis2

E 116 Practice for Photographic Photometry in Spectro-
chemical Analysis2

E 130 Practice for Designation of Shapes and Sizes of
Graphite Electrodes2

E 135 Terminology Relating to Analytical Chemistry for
Metals, Ores, and Related Materials2

E 172 Practice for Describing and Specifying the Excitation
Source in Emission Spectrochemical Analysis2

E 356 Practices for Describing and Specifying the Spec-
trograph3

3. Terminology

3.1 Definitions—For definitions of terms used in this test
method, refer to Terminology E 135.

4. Summary of Test Method

4.1 The general procedure has been described in the litera-
ture (1-3).4 A sample of ore, mineral, or rock is fire assayed
according to conventional practice (4-7), but the cupellation
process is arrested before completion to provide a lead bead,
weighing 50 to 100 mg, which contains the precious metals
from the original sample. The lead bead is mounted on a copper
rod which is made the lower electrode for an oscillatory
self-initiating capacitor discharge as described in Practice
E 172. The spectra are photographed on a calibrated emulsion,
and intensity ratios of selected pairs of analytical lines and
internal standard (lead) lines are determined photometrically.
Concentrations of the elements are read from analytical curves
relating log intensity ratio to concentration.

5. Apparatus

5.1 Sample Preparation Equipment:
5.1.1 Silica Dishes, 100 mm in diameter by 15 mm deep.
5.1.2 Assay Furnace,5 pyrometrically controlled, with pro-

vision for drawing air through the heating chamber, and
capable of attaining 1200°C.

5.1.3 Fire-Clay Crucibles, 15-g and 30-g sizes.

NOTE 2—The crucible size, that is 15-g or 30-g capacity, indicates a
crucible of sufficient volume to hold 15 g or 30 g of ore with the necessary
flux.

5.1.4 Asbestos Gloves or Mitts.
5.1.5 Face Shield or Safety Glasses.
5.1.6 Conical Iron Molds.

1 This test method is under the jurisdiction of ASTM Committee E-1 on
Analytical Chemistry for Metals, Ores and Related Materials and is the direct
responsibility of Subcommittee E01.02 on Ores, Concentrates, and Related Metal-
lurgical Materials.
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published as E 400 – 92. Last previous edition E 400 – 92a (1997)e1.

2 Annual Book of ASTM Standards, Vol 03.05.

3 Annual Book of ASTM Standards, Vol 03.06.
4 The boldface numbers in parentheses refer to the list of references at the end of

this method.
5 A Lindberg Assay Furnace has been found suitable.
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