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¢! NOTE—Editorial corrections were made to 1.1, 3.2.1, and 4.2.1 in February 2016.

1. Scope

1.1 This practice covers photomultiplier properties that are
essential to their judicious selection and use in emission and
absorption spectrometry. Descriptions of these properties can
be found in the following sections:

Section
Structural Features 4
General 41
External Structure 4.2
Internal Structure 4.3
Electrical Properties 5
General 5.1
Optical-Electronic Characteristics of the Photocathode 5.2
Current Amplification 5.3
Signal Nature 5.4
Dark Current 5.5
Noise Nature 5.6
Photomultiplier as a Component in an Electrical Circuit 5.7
Precautions and Problems 6
General 6.1
Fatigue and Hysteresis Effects 6.2
lllumination of Photocathode 6.3
Gas Leakage 6.4
Recommendations on Important Selection Criteria 7

1.2 Radiation in the frequency range common to analytical
emission and absorption spectrometry is detected by photomul-
tipliers presently to the exclusion of most other transducers.
Detection limits, analytical sensitivity, and accuracy depend on
the characteristics of these current-amplifying detectors as well
as other factors in the system.

1.3 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

! This practice is under the jurisdiction of ASTM Committee EO1 on Analytical
Chemistry for Metals, Ores, and Related Materials and is the direct responsibility of
Subcommittee E01.20 on Fundamental Practices.
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2. Referenced Documents

2.1 ASTM Standards:*
E135 Terminology Relating to Analytical Chemistry for
Metals, Ores, and Related Materials

3. Terminology

3.1 Definitions—For terminology relating to detectors refer
to Terminology E135.

3.2 Definitions of Terms Specific to This Standard:

3.2.1 solar blind, n—photocathode of photomultiplier tube
does not respond to higher wavelengths.

3.2.1.1 Discussion—In general, solar blind photomultiplier
tubes used in atomic emission spectrometry transmit radiation
below about 300 nm and do not transmit wavelengths above
300 nm.

4. Structural Features

4.1 General—The external structure and dimensions, as
well as the internal structure and electrical properties, can be
significant in the selection of a photomultiplier.

4.2 External Structure—The external structure consists of
envelope configurations, window materials, electrical contacts
through the glass-wall envelopes, and exterior housing.

4.2.1 Envelope Configurations—Glass envelope shapes and
dimensions are available in an abundant variety. Two envelope
configurations are common, the end-on (or head-on) and
side-on types (see Fig. 1).

4.2.2 Window Materials—Various window materials, such
as glass, quartz and quartz-like materials, sapphire, magnesium
fluoride, and cleaved lithium fluoride, cover the ranges of
spectral transmission essential to efficient detection in spectro-
metric applications. Window cross sections for the end-on type
photomultipliers include plano-plano, plano-concave,

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959. United States


http://dx.doi.org/10.1520/E0135
http://dx.doi.org/10.1520/E0135
http://www.astm.org/COMMIT/COMMITTEE/E01.htm
http://www.astm.org/COMMIT/SUBCOMMIT/E0120.htm

