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Standard Test Method for
X-Ray Emission Spectrometric Analysis of Stainless Steel 1

This standard is issued under the fixed designation E 572; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method2 provides for the X-ray spectrochemi-
cal analysis of stainless steels for the determination of the
following elements in the ranges indicated:

Element Concentration Range, %
Chromium 11.0 to 19.0
Nickel 0.20 to 13.0
Copper 0.05 to 3.50
Molybdenum 0.05 to 3.00
Manganese 0.40 to 2.00
Columbium (Niobium) 0.30 to 0.70
Cobalt 0.05 to 0.50

NOTE 1—These concentration ranges can be extended by the use of
suitable reference materials. The detection limit for the elements is lower
than the listed value. The ranges represent the nominal levels at which this
method was tested.

1.2 This test method is applicable to the control analysis of
either chill-cast or wrought samples having a diameter of
approximately 25 mm.

NOTE 2—Samples of greater or lesser size than those designated may be
used with specially designed sample holders.

1.3 Matrix effects exist between the elements listed. To
compensate for these effects, a series of calibration curves are
required to cover the designated concentration ranges. The
composition of the sample must approximate closely one or
more of the reference materials used in the calibration curve
which is applied. Mathematical corrections may also be used to
solve for matrix effects. (Refer to Practice E 1361.) A variety of
such systems is commonly used. Any of these are acceptable
that will achieve analytical accuracy equivalent to that reported
for the method.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.Specific hazard
statements are given in Section 7.

2. Referenced Documents

2.1 ASTM Standards:
E 135 Terminology Relating to Analytical Chemistry for

Metals, Ores, and Related Materials3

E 305 Practice for Establishing and Controlling Spectro-
chemical Analytical Curves3

E 353 Test Methods for Chemical Analysis of Stainless,
Heat-Resisting, Maraging, and Other Similar Chromium-
Nickel-Iron Alloys3

E 876 Practice for Use of Statistics in the Evaluation of
Spectrometric Data4

E 1361 Guide for Correction of Interelement Effects in
X-ray Spectrometric Analysis4

2.2 Other Documents:
MNL 7 Manual on Presentation of Data and Control Chart

Analysis5

3. Terminology

3.1 For definitions of terms used in this test method, refer to
Terminology E 135.

4. Summary of Test Method

4.1 The sample is finished to a clean uniform surface and
then irradiated by an X-ray beam of high energy (short
wavelength). The secondary X rays produced are dispersed by
means of crystals and the intensities are measured by detectors
at selected wavelengths. Data are collected based on the time
required to reach a fixed number of counts, on the total counts
obtained for a fixed time, or on the integration of voltage for a
fixed time. Concentrations of the elements are determined by
relating the measured radiation of unknown samples to ana-
lytical curves or charts prepared from standard reference
materials of known compositions. A fixed channel or polychro-
mator system or a sequential system may be used to provide
simultaneous or sequential determinations of elements.

5. Apparatus

NOTE 3—It is not within the scope of this test method to prescribe all
details of equipment to be used. Equipment varies between laboratories.

5.1 Sample Preparation Equipment:
5.1.1 Surface Grinder, with 60 to 600-grit aluminum oxide

1 This test method is under the jurisdiction of ASTM Committee E-1 on
Analytical Chemistry for Metals, Ores and Related Materials and is the direct
responsibility of Subcommittee E01.01 on Iron, Steel, and Ferroalloys.

Current edition approved July 15, 1994. Published September 1994. Originally
published as E 572 – 76. Last previous edition E 572 – 88e1.

2 Supporting data for this test method as determined by cooperative testing have
been filed at ASTM Headquarters as RR:E-2 1012.

3 Annual Book of ASTM Standards,Vol 03.05.
4 Annual Book of ASTM Standards, Vol 03.06.
5 ASTM Manual Series, ASTM, 6th Edition, 1990.
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