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Spectroscopy
This standard is issued under the fixed designation E 827; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope

| 1.1 This practice outlines the necessary steps for the-iden-tification of elements in a given Auger spectrum obtained usin

conventional electron spectrometers. Spectra displayed as either the electron energy distribution (direct spectrum) or the fir:
derivative of the electron energy distribution are considered.
1.2 This practice applies to Auger spectra generated by electron or X-ray bombardment of the speeimen-surface:-it does ne
I apply surface and can be extended-to-Auger spectra generated by other methods such as ion bombardment.
1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents
2.1 ASTM Standards:

[ ] 1 This practice is under the jurisdiction of ASTM Committee E-42 on Surface Analysis and is the direct responsibility of Subcommittee E42.03 oredtuger El

Spectroscopy and XPS.
[ ] Current edition approvee-Sept. April 36:-3995. 2002. Published-Nevember 1995. April 2002. Originally published as E 827 — 81. Last previous 2AiHGBE 8
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