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&' NOTE—OId Ref 1 was editorially removed and the adjunct information was updated and added to Section 2, Refer-

enced Documents, in April 2017.

1. Scope

1.1 This guide presents a method for predicting values of
reference transition temperature shift (77S) for irradiated
pressure vessel materials. The method is based on the 77S
exhibited by Charpy V-notch data at 41-J (30-ft-1bf) obtained
from surveillance programs conducted in several countries for
commercial pressurized (PWR) and boiling (BWR) light-water
cooled (LWR) power reactors. An embrittlement correlation
has been developed from a statistical analysis of the large
surveillance database consisting of radiation-induced 77S and
related information compiled and analyzed by Subcommittee
E10.02. The details of the database and analysis are described
in a separate report (ADJE090015-EA).>* This embrittlement
correlation was developed using the variables copper, nickel,
phosphorus, manganese, irradiation temperature, neutron
fluence, and product form. Data ranges and conditions for these
variables are listed in 1.1.1. Section 1.1.2 lists the materials
included in the database and the domains of exposure variables
that may influence 77S but are not used in the embrittlement
correlation.

" This guide is under the jurisdiction of ASTM Committee E10 on Nuclear
Technology and Applications and is the direct responsibility of Subcommittee
E10.02 on Behavior and Use of Nuclear Structural Materials.

Current edition approved Feb. 1, 2015. Published April 2015. Originally
approved in 1983. Last previous edition approved in 2007 as E900 — 02(2007). DOI:
10.1520/E0900-15E01.

2 Available from ASTM International Headquarters. Order Adjunct No.
ADJE090015-EA.

3To inform the TTS prediction of Section 5 of this guide, the E10.02
Subcommittee decided to limit the data considered to Charpy shift values (AT, ;)
measured from irradiations conducted in PWRs and BWRs. A database of 1,878
Charpy TTS measurements was compiled from surveillance reports on operating and
decommissioned light water reactors of Western design from 13 countries (Brazil,
Belgium, France, Germany, Italy, Japan, Mexico, The Netherlands, South Korea,
Sweden, Switzlerland, Taiwan, and the United States), and from the technical
literature. For each data record, the following information had to be available:
fluence, fluence rate, irradiation temperature, and % content of Cu, Ni, P, and Mn.
Reports and technical papers documenting the results of research programs
conducted in material test reactors were also reviewed. Data from these sources was
included in the database for information, but was not used in the development of the
TTS prediction of Section 5 of this guide.

1.1.1 The range of material and irradiation conditions in
the database for variables used in the embrittlement correla-
tion:

1.1.1.1 Copper content up to 0.4 %.

1.1.1.2 Nickel content up to 1.7 %.

1.1.1.3 Phosphorus content up to 0.03 %.

1.1.1.4 Manganese content within the range from 0.55 to 2.0
%.

1.1.1.5 TIrradiation temperature within the range from 255 to
300°C (491 to 572°F).

1.1.1.6 Neutron fluence within the range from 1 x 10*' n/m?
to 2 x 10°* n/m* (E> 1 MeV).

1.1.1.7 A categorical variable describing the product form
(that is, weld, plate, forging).

1.1.2 The range of material and irradiation conditions in
the database for variables not included in the embrittlement
correlation:

1.1.2.1 A533 Type B Class 1 and 2, A302 Grade B, A302
Grade B (modified), and A508 Class 2 and 3. Also, European
and Japanese steel grades that are equivalent to these ASTM
Grades.

1.1.2.2 Submerged arc welds, shielded arc welds, and elec-
troslag welds having compositions consistent with those of the
welds used to join the base materials described in 1.1.2.1.

1.1.2.3 Neutron fluence rate within the range from 3 x 10'?
n/m’/s to 5 x 10'° n/m*s (E > 1 MeV).

1.1.2.4 Neutron energy spectra within the range expected at
the reactor vessel region adjacent to the core of commercial
PWRs and BWRs (greater than approximately S00MW elec-
tric).

1.1.2.5 TIrradiation exposure times of up to 25 years in
boiling water reactors and 31 years in pressurized water
reactors.

1.2 It is the responsibility of the user to show that the
conditions of interest in their application of this guide are
addressed adequately by the technical information on which
the guide is based. It should be noted that the conditions
quantified by the database are not distributed evenly over the
range of materials and irradiation conditions described in 1.1,
and that some combination of variables, particularly at the
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