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Standard Specification for
1
Laboratory Glass Beakers
This standard is issued under the fixed designation E 960; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.
1. Scope 3.1.1.12 Size 12-1500 cn,

1.1 This specification provides standard dimensional re- 3.1.1.13Size 13-2000 e,

quirements for glass beakers suitable for general laboratory 3-1.1.14 Size 14-3000 cnt, and
use. 3.1.1.15Size 15-4000 cnf.

3.1.2 Type I—Low form, with spout, heavy duty:
Note 1—For packaging standards, choose among the following stan- 3 1 5 1 Sjze 1—-150 cn?,

dards: Specification E 920; Specification E 921, Practice E 1133. For 3.1.2.2 Size 2-250 cn?
sampling and testing refer to Specification E 1157. A !
3.1.2.3 Size 3-400 cnt,

2. Referenced Documents 3.1.2.4 S@ze 4-600 cnt,
2.1 ASTM Standards: 3.1.2.5 Size 5-1000 Cfﬁ,

E 438 Specification for Glasses in Laboratory Apparatus ~ 5+1-2.6 Size 6-2000 Cg' and
E 671 Specification for Maximum Permissible Thermal Re- 3-1.2.7 Size #-4000 cnt. o
sidual Stress in Annealed Glass Laboratory Appafatus ~ 3+1-3 Type lli=Tall form, with spout (Berzelius):

E 920 Specification for Commercially Packaged Laboratory 3.13.1 S@ze £-100 cnt,
3.1.3.2 Size 2-200 cn,

Apparatud _ n
E 921 Specification for Export Packaged Laboratory Appa- 3.1.3.3 Size 3-300 cnm,
ratug 3.1.3.4 Size 4-400 cn,

3.1.3.5 Size 5-500 cn7,

3.1.3.6 Size 6-600 cn?, and

3.1.3.7 Size 71000 cnf.

3.1.4 Type N~—Tall form, without spout (Berzilius):
3.1.4.1 Size +-100 cn7,

3.1.4.2 Size 2-200 cn7,

E 1133 Practice for Performance Testing of Packaged Labo-
ratory Apparatus for United States Government Procure-
mentg

E 1157 Specification for Sampling and Testing of Reusable
Laboratory Glasswatfe

3. Classification 3.1.4.3 Size 3-300 cn,
3.1 Beakers shall be in the following types and sizes. 3.1.4.4 Size 4-400 cnt, and
3.1.1 Type +Low form with spout (Griffin): 3.1.4.5 Size 5-500 cnr.
3.1.1.1 Size 110 cn?, 3.1.4.6 Size 6-600 cn?, and
3.1.1.2 Size 2-20 cn?, 3.1.4.7 Size 7-1000 cnf.
3.1.1.3 Size 3-30 cn?, 3.1.5 Type VV—Electrolytic, without spout:
3.1.1.4 Size 4-50 cn¥, 3.1.5.1 Size +-180 cn?, and
3.1.1.5 Size 5—100 CI’T:I)’, 3.1.5.2 Size 2-250 CIT?.
3.1.1.6 Size 6-150 cn7, Note 2—The term millilitre (mL) is commonly used as a special name
3.1.1.7 Size 7250 cn, for the cubic centimeter (cfhand similarly the liter (L) for 1 000 cubic
3.1.1.8 Size 8400 cm°’, centimeters, in accordance with the International System of Units (SI).

3.1.1.9 Size 9-600 cr, 4. Material and Annealin
3.1.1.10 Size 16-800 cnf, ' 9 - ,
3.1.1.11 Size 12-1000 cns, 4.1 Beakers shall be made of borosilicate glass conforming
to the requirement of Type |, Class A of Specification E 438.
4.2 Maximum residual thermal stress shall be such as to

*This specification is under the jurisdiction of ASTM Committee E-41 on conform to Specification E 671.

Laboratory Apparatus and is the direct responsibility of Subcommittee E41.01 on

Glass Apparatus.
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