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Standard Test Methods for
Estimating the Depth of Decarburization of Steel
Specimens *

This standard is issued under the fixed designation E 1077; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

INTRODUCTION

These test methods may be used to estimate the average or greatest depth of decarburization in
hardened or non-hardened steel products. The test methods described range from simple screening
tests to more statistically rigorous test methods depending upon the needs of the investigation.

1. Scope A 919 Terminology Relating to Heat Treatment of Mefals

1.1 These test methods cover procedures for estimating the E 3 Practice for Preparation of Metallographic Speciniens
depth of decarburization of steels irrespective of the composi- E 7 Terminology Relating to Metallography
tion, matrix microstructure, or section shape. The following E 340 Test Method for Macroetching Metals and Alldys

basic procedures may be used: E 350 Test Methods for Chemical Analysis of Carbon Steel,
1.1.1 Screening methods. Low-Alloy Steel, Silicon Electrical Steel, Ingot Iron, and
1.1.2 Microscopical methods. Wrought Irorf _ _
1.1.3 Microindentation hardness methods. E 384 Test Method for Microhardness of Materfals
1.1.4 Chemical analysis methods. E 407 Practice for Microetching Metals and Allgys

1.2 In case of a dispute, the rigorous quantitative or lineal E 415 Test Method for Optical Emission Vacuum Spectro-

analysis method (see 7.3.5 and 7.3.6) shall be the referee Metric Analysis of Carbon and Low-Alloy Stéel
method. These methods can be employed with any cros%— Terminology

sectional shape. The chemical analytical methods generally .

reveal a greater depth of decarburization than the microscopi- 3-1 Definitions: - _

cal methods but are limited to certain simple shapes and b 3.1'.1 For definitions of.te'r.ms used in these test methods, see
availability of equipment. These techniques are generallyl€minology E7 and Definitions E 44.

reserved for research studies. The microindentation hardness3-2 Definitions of Terms Specmc_ to _Thls Standard:

method is suitable for accurate measurements of hardened3-2-1 average depth of decarburizatierthe mean value of
structures with relatively homogeneous microstructures, ~ [1vé Or more measurements of the total depth of decarburiza-

1.3 The values stated in Sl units are to be regarded aldon.

standard. The inch-pound equivalents are in parentheses and3-2-2 average free-ferrite depththe mean value of five or
may be approximate. more measurements of the depth of complete decarburization.

1.4 This standard does not purport to address all of the 3.2.3 complete decarburi_zatieﬂloss of carbon content at
safety concerns, if any, associated with its use. It is thdhe surface of a steel specimen to a level below the solubility

responsibility of the user of this standard to establish appro-imit of carbon in ferrite so that only ferrite is present,
priate safety and health practices and determine the applica- 3-2-4 free-ferrite’ depth-the perpendicular distance from

bility of regulatory limitations prior to use. the surface of the specimen to that location where the structure
is no longer fully ferritic, that is, other transformation products
2. Referenced Documents are observed.
2.1 ASTM Standards: Note 1—The termfree ferritehas also been used to describe globular,

isolated grains of proeutectoid ferrite in the microstructure of medium-
carbon hypoeutectoid steels.

1 These test methods are under the jurisdiction of ASTM Committee E-4 on
Metallography and are the direct responsibility of Subcommittee E04.14 om——————
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