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1. Scope 3.1.2.1 Discussior—For the purposes of this test method,

1.1 This test method covers a quantitative method of meaflatness will be measured by calculating curvature vatye,
suring floor surface profiles to obtain estimates of the floorsetween all 12-in. reading points separated by 24 in. The
characteristiF, Flatness andf, Levelness Face Floor Profile curvature value is the difference between successive elevation
Numbers E-Numbers) using the inch-pound system of units. differences. The mean and standard deviation of all the

_ _ curvature values for a given test section are then converted

Note 1—A complete metric companion to Test Method E 1155 hasaccording to the equations in this test method to get the

been developed, Test Method E 1155M; therefore, no metric equivalentaimensionles§ Flatness Number
h in this test method. F : .
are shown in fis fes me. © 3.1.3 floor profilometer—a Type | device (see 6.1.1) that

1.2 The text of this test method references notes angroduces a continuous record of the elevation of a single point
footnotes that provide explanatory material. These notes a”ﬁi\oving along a line on the floor’s surface.
footnotes (excluding those in tables and figures) shall not be 3 1 4 horizontai—level, normal to the direction of gravity.
considered as requirements of this test method. 3.1.5 inclinometer—a Type Il device (see 6.1.2) that mea-

1.3 This standard does not purport to address all of thegyres the angle between horizontal and the line joining the two
safety concerns, if any, associated with its use. It is th‘?ooints of contact with the floor's surface.
responsibility of the user of this standard to establish appro- 3 1 6 |evel—Horizontal, normal to the direction of gravity.
priate safety and health practices and determine the applica- 3 1.6.1 Discussior—For the purposes of this test method,
bility of regulatory limitations prior to use. levelness will be measured by collecting elevation differences
at points spaced 10 ft apart and that will be described byrthe

2. Referenced Documents . ;
Levelness number (dimensionless).

2.1 ASTM Standards: . 3.1.7 longitudinal differential floor profilometem—a Type
E 1155M Test Method for Determiningg Floor Flatness || gevice (see 6.1.2) that produces a continuous record of the
andF_Floor Levelness Numbers [Metrft] elevation difference between two points moving along a line on
2.2 ACI Standard: o the floor's surface, which two points remain separated by a
ACI 117-90 Standard Specifications for Tolerances for Contiyed distance.
crete Construction and Materidls 3.1.8 sample measurement lirea sample measurement

line shall consist of any straight line on the test surface along

3. Terminolo ; : S . .
9 which measurements are taken, with the limitations listed in

3.1 Definitions of Terms Specific to This Standard:

3.1.1 elevation—height, altitude, vertical location in space. 34 g sign convention-where up is the positive direction:
Elevation measurements are always made parallel t© thgon s the negative direction. Consequently, the higher the
direction of gravity. _ _ reading point, the more positive its value, and the lower the

3.1.2 flat—even, plane, homoloidal, free of undulation. reading point, the more negative its value. Similarly, the

elevation difference from a low point to a high point (that is, an

1 This test method is under the jurisdiction of ASTM Committee E-6 on Uphlll dnfferenqe) IS posmve_, while Fhe eleva_ltlon difference
Performance of Buildings and is the direct responsibility of Subcommittee E06.26T0M a high point to a low point (that is,@wnbhill difference)
on Serviceability. is negative.
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