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Standard Test Method for
Evaluation of Antimicrobials in Distillate Liquid Fuels
(Based on Preliminary Screening and Compatibility) Boiling
Below 390°C 1

This standard is issued under the fixed designation E 1259; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method is designed to evaluate antimicrobial agents for the prevention of microbial-ly indfluenced deterioration
of distillate liquid fuels (as defined by Specification D 396 as fuel) or D 396, D 910, D 975, D 1655, D 2069, D 2880, D 3699,
D 4818 and D 6227), system deterioration, or both. NOTE 1—A knowledge

1.2 Knowledge of microbiological techniques is required for these procedures.
1.23 It is the responsibility of the investigator to determine whether Good Laboratory Practice (GLP) is required and to follow

them where appropriate (40 CFR, 160), or as revised.
1.34 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility

of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.See caution statement, Note 2, in Section 8.

2. Referenced Documents

2.1 ASTM Standards:

1 This test method is under the jurisdiction of ASTM Committee E-35 on Pesticides and is the direct responsibility of Subcommittee E35.15 on Antimicrobial Agents.
Current edition approved June 15, 1994. April 10, 2001. Published August 1994. June 2001. Originally published as E 1259 – 88. Last previous edition E 1259 – 8894.
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