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QHny) Designation: E 1385 — 95

Standard Practice for
Separation and Concentration of Ignitable Liquid Residues
from Fire Debris Samples by Steam Distillation ~ *

This standard is issued under the fixed designation E 1385; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope E 1459 Guide for Physical Evidence Labeling and Related

1.1 This practice covers the procedure for separating visible _Documentatiofy o . .
quantities of water insoluble hydrocarbons from samples of fire E 1492 Practice for Receiving, Documenting, Storing, and
debris. Retrieving Evidence in a Forensic Science Laorgtory

1.2 This practice is recommended only for samples which E 1618 Guide for Ignitable Liquid Residues in Extracts
have a detectable odor of petroleum distillates when examined from Fire Debris Samples by Gas Chromatography-Mass
at room temperature. Spectrometry

1.3 This practice can yield useful extracts by the applicatioré

P : Summary of Practice
of a solvent to the distillation trap in the event that only small y

quantities of hydrocarbons are obtained. 3.1 The sample of fire debris is introduced into a container
1.4 Alternate separation and concentration procedures af appropriate size, and an appropriate amount of water is
listed in the referenced documents. added to the sample and brought to a boil. Vapors produced are

1.5 This standard does not purport to address all of thecondensed in a volatile oil distillation apparatus. Petroleum
safety concerns, if any, associated with its use. It is th&listillate residues float on top of a column of water and are
responsibility of the user of this standard to establish appro-collected as visible liquids.
priate safety and health practices and determine the applica

- A . 4. Significance and Use
bility of regulatory limitations prior to use.

4.1 Steam distillation is a classical separation technique,

2. Referenced Documents useful for preparing extracts for analysis by gas chromatogra-
2.1 ASTM Standards: phy GC/MS or GC/IR. Distillates are suitable for analysis
D 1193 Specification for Reagent Waker according to Test Method E 1387 or Guide E 1618.

E 752 Practice for Safety and Health Requirements Relating 4-1.1 The visible oily liquid extract can be used as a
to Occupational Exposure to Carbon Disulfide court-room exhibit, unlike extracts produced by other separa-

E 1386 Practice for Separation and Concentration of Ignit-tion procedures which are solutions rather than a neat liquid.

able Liquid Residues from Fire Debris Samples by Solvent 4.1.2 This practice is not useful for the separation of water
Extractiorf soluble accelerants such as alcohols or acetone.

E 1387 Test Method for Ignitable Liquid Residues in Ex- 4.1.3 Alternate separation and concentration methods are
tracts from Samples of Fire Debris by Gas Chromatogra-suggeSted if the concentration of flammable or combustible
phy? liquid residues is not detectable by odor.

E 1412 Practice for Separation and Concentration of Ignit- 4-1-4 This is a destructive technique. Those portions of the
able Liquid Residues from Fire Debris Samples by Passivé@Mple subjected to this procedure may not be suitable for
Headspace Concentratfon resampling. Consider using passive headspace concentration as

E 1413 Practice for Separation and Concentration of Ignitdescribed in Practice E 1412.
able Liquid Residues from Fire Debris Samples by Dy-

. 5. Apparatus
namic Headspace Concentratton PP

5.1 Distillation Apparatus—A flask or container of appro-
priate size which allows the sample to be intorduced into the
flask through the mouth, and a volatile oil distillation trap fitted

1 This practice is unde the jurisdiction of ASTM Committee E30 on Forensic With @ condensing column or a cold finger.
Sciences and is the direct responsibility of E30.01on Criminalistics. .
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lish E1l —90. Last i ition E 1 — . .
pubished as £ 138 Ags(;Mf‘ta%e;'rE;sﬁdé'f" 385-90 6.1 Reagent grade chemicals shall be used in all tests.
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