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1. Scope

1.1 This guide covers the key parameters that determine the
dynamic performance of an optical radiation transmitting fiber
waveguide (see Note 1). For the purpose of this guide, optical
radiation is electromagnetic radiation of wavelengths from
about 200 to about 5000 nm (correspondingly, frequencies of
50 000 cm−1 to 2000 cm−1, and photon energies of 6 eV to 0.25
eV).

NOTE 1—Typical designations of radiation transmitting fiber
waveguides include optical waveguide, fiber-optic, fiber-optic waveguide,
and fiber-optic radiation guide.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
E 131 Terminology Relating to Molecular Spectroscopy2

3. Terminology

3.1 Definition of Terms and Symbols—For Definitions of
terms and symbols, refer to Terminology E 131.

4. Significance and Use

4.1 Many characteristics of a fiber-optic waveguide affect
the dynamic performance. Quantitative values of certain key
parameters (characteristics) need to be known,a priori, in
order to predict or evaluate the dynamic performance of a
waveguide for specific conditions of use. This guide identifies
these key parameters and provides information on their signifi-
cance and how they affect performance. However, this guide
does not describe how the needed quantitative information is to
be obtained. Manufacturers of fiber-optic waveguides can use
this guide for characterizing their products suitably for users
who are concerned with dynamic performance. Users of
fiber-optic waveguides can use this guide to determine that

their waveguides are adequately characterized for their in-
tended application.

5. Key Dynamic Characteristics

5.1 Dynamic characteristics and dynamic performance, for
the purposes of this guide, have to do with the time- or
frequency-domain response of a fiber-optic waveguide to
pulsed or sinusoidally modulated optical radiation. Fig. 1 and
Fig. 2 show hypothetical outputs of an optical fiber to pulsed
and sinusoidally modulated radiation inputs. (Either the time-
or the frequency-domain can be used to characterize the
temporal features of a fiber-optic waveguide, because the two
are related through the Fourier transform.) It is this response, as
it is affected by launch condition, input radiant flux, wave-
length, bend radii, temperature, and spatial position across the
face of a fiber-optic waveguide, that is the concern of this
guide.

5.2 Ideal Fiber-Optic—Features that would be possessed by
an ideal fiber-optic waveguide provide a basis for discussing
the key parameters that determine the dynamic aspects of a
fiber-optic waveguide. An ideal fiber-optic radiation guide
would have the following features.

5.2.1 A large numerical aperture, such that noncollimated or
poorly collimated radiation sources (for example, arc lamps)
could be coupled to it effectively.

5.2.2 Wide transmissive (spectral) bandwidth, within the
range from 200 to 5000 nm, so that experiments requiring
ultraviolet (UV), visible, and IR radiation may be performed
with the minimum change in radiation guides.

5.2.3 Wide temporal bandwidth (gigahertz; picosecond to
femtosecond), so that time resolution would not be compro-
mised, and that high data-transfer would be possible.

5.2.4 Known temporal response (although not necessarily
constant) across the spectral bandwidth, so that a researcher
could determine how using a fiber-optic waveguide might
compromise particular experiments.

5.3 Key Parameters—A great many parameters must be
known, ultimately, to use fiber-optic radiation guides most
effectively. The following are seven of the key parameters that
determine the dynamic aspects of a fiber-optic radiation guide.

5.3.1 The Diameter of the Fiber-Optic—This should be
included in all reports.

5.3.2 The Length of the Fiber Optic from Which All Results
Are Compiled—It is important that the guide be long enough to
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