NOTICE: This standard has either been superseded and replaced by a new version or discontinued.
Contact ASTM International (www.astm.org) for the latest information.

QH].p DESignation: E 1695 - 95 An American National Standard

Standard Test Method for
Measurement of Computed Tomography (CT) System
Performance *

This standard is issued under the fixed designation E 1695; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope E 1570 Practice for Computed Tomographic (CT) Exami-

1.1 This test method provides instruction for determining  natior?
the spatial resolution and contrast sensitivity in X-ray an -
v-ray computed tomography (CT) images. The determinatiodn3' Term'”f"?gy . .
is based on examination of the CT image of a uniform disk of 3-1 Definitions—The definitions of terms relating to
material. The spatial resolution measurement is derived fronfp@mma- and X-Radiology, which appear in Terminology
an image analysis of the sharpness at the edge of the disk. Thel316 and Guide E 1441, shall apply to the terms used in this
contrast sensitivity measurement is derived from an imag&eSt method. - ,
analysis of the statistical noise at the center of the disk. 3.2 Definitions of Terms Specific to This Standard:
1.2 This test method is more quantitative and less suscep- 3-2-1 phantom—a part or item being used to quantify CT
tible to interpretation than alternative approaches because tifyStem performance. _ _ _
required disk is easy to fabricate and the analysis is immune to 3-2-2 test object-a part or specimen being subjected to CT
cupping artifacts. This test method may not yield meaningfuxamination.
results if the disk image occupies less than a significant fraction 3-3 ACronyms: _
of the field of view. 3.3.1 ERF—edge response function.
1.3 This test method may also be used to evaluate other 3-3-2 PSF—point spread function.
performance parameters. Among those characteristics of a CT 3-3-3 MTF—modulation transfer function.
system that are detectable with this test method are: the 3-3-4 CDF—contrast discrimination function.
mid-frequency enhancement of the reconstruction kernel, thg. Significance and Use
presence (or absence) of detector crosstalk, the undersampling . . .
of views, and the clipping of unphysical (that is, negative) CT 4-1 Two factors affecting the quality of a CT image are
numbers (see Air Force Technical Report WL-TR-94-4)2it geometrlcall unsharpness_ and random noise. Geometrical un-
is highly likely that other characteristics as well can be detectedh@rPness limits the spatial resolution of a CT system, that is,
with this test method. its ability to image fine structural detail in an object. Random
1.4 The values stated in SI units are to be regarded as tH?P?S_’e limits the contrast sensitivity of a CT system, that is_, its
standard. Inch-pound units are provided for information only.2Pility to detect the presence or absence of features in an
1.5 This standard does not purport to address all of the®Pject. Spatial resolution and contrast sensitivity may be
safety concerns, if any, associated with its use. It is th easurec_i in various ways. ASTM spec!ﬁes spatial resolu.tlon
responsibility of the user of this standard to establish appro2€_duantified in terms of the modulation transfer function
priate safety and health practices and determine the applica(MTF) and contrast sensitivity be quantified in terms of the

bility of regulatory limitations prior to use. contrast discriminatiqn function (CDF) (see Guide E 1441 and

Practice E 1570). This test method allows the purchaser or the

2. Referenced Documents provider of CT systems or services, or both, to measure and
2.1 ASTM Standards: specify spatial resolution and contrast sensitivity.

E 1316 Terminology for Nondestructive Examinatidns

i , 5 A t
E 1441 Guide for Computed Tomography (CT) Imading pparatus

5.1 Disk Phantom-The disk phantom shall be a right

— _ S _ cylinder of uniform material conforming to the design and
This test method is under the jurisdiction of ASTM Committee E-7 on materig| requirements in Table 1 and Fig. 1. Since spatial
Nondestructive Testing and is the direct responsibility of Subcommittee E07.01 on uti d itivity d d h K R
Radiology (X and Gamma) Method. resolution and contrast sensitivity depend on the examination
Current edition approved March 15, 1995. Published May 1995. task (that is, the test object and the specified CT parameters),
#X-Ray Computed Tomography Standards (WL-TR-94-4021). Bossi, R. H. anghe application requirements must be fixed before the phantom

Nelson, J. M. Air Force Contract No. F33615-88-C-5404. . . . . .
3 Annual Book of ASTM Standardgol 03.03. can be designed. In general, each examination task will require
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