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This standard is issued under the fixed designation E 1711; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

' Note—Warning notes were editorially moved into the text in August 2003.

1. Scope 1.6 The values stated in either inch-pound or Sl units are to
1.1 This guide covers some general information on method8€ regarded as the standard. The values given in parentheses
for qualitative and quantitative assessment of the behaviorar€ for information only.
responses of fish during standard laboratory toxicity tests to 1.7 This standard does not purport to address all of the
measure the sublethal effects of exposure to chemical suf§afety concerns, if any, associated with its use. It is the
stances. This guide is meant to be an adjunct to toxicity test&Sponsibility of the user of this standard to establish appro-
and should not interfere with those test procedures. priate safety and health practices and determine the applica-
1.2 Behavioral toxicosis occurs when chemical or otherPility of regulatory limitations prior to useWhile some safety
stressful conditions, such as changes in water quality ofonsiderations are included in this guide, it is beyond the scope

temperature, induce a behavioral change that exceeds tiéthis guide to encompass all safety requirements necessary to
normal range of variabilit1). Behavior includes all of the conduct behavioral toxicity tests. Specific hazards statements

observable, recordable, or measurable activities of a living"® given in Section 7.
organism and reflects genetic, neurobiological, phyS|oIog|caI2_ Referenced Documents
and environmental determinan().

1.3 Behavioral methods can be used in biomonitoring, in the 2-1 ASTM Standards: ,
determination of no-observed-effect and lowest-observed- E 140 Standard Hardness Conversion Tables for Metals

effect concentrations, and in the prediction of hazardous Realtionship Among Brinell Hardness, Vickers Hardness,
chemical impacts on natural populatiof®). Rockwell Hardness, Superficial Hardness, Knoop Hard-

1.4 The behavioral methods described in this guide include _N€sS, and Scleroscope Hardrfess N
locomotory activity, feeding, and social responses, which are E 729 Guide for Conducting Acute Toxicity Tests on Test
critical to the survival of fish4). Materials with Fishes, Macroinvertebrates, and Amphib-

1.5 This guide is arranged as follows: ians’ _ _ .

Secti E 1023 Guide for Assessing the Hazard of a Material to
ection Number . . .

Scope 1 Aquatic Organisms and Their Uses
Referenced Documents E 1241 Guide for Conducting Early Life-Stage Toxicity
Terminology Tests with Fishes

2
3
s f Guid 4 . . . - .
s;:mfgcl anudl Sse 5 E 1383 Guide for Conducting Sediment Toxicity Tests with

6

7

8

9

Interferences Freshwater Invertebratks

gafety Precautions E 1604 Guide for Behavioral Testing in Aquatic Toxicol-
esponses Measured

Test Organisms Ogy3

Facility 10

Qualitative Behavioral Assessment Method 1 3. Terminology

Quantitative Behavioral Measurements 12 L « _— F— ”
Experimental Design 13 3.1 Definitions—The words “must,” “should,” “may,
Calculation of Test Results 14 “can,” and “might” have very specific meanings. “Must” is
Report s used to express an absolute requirement, that is, to state that the

test ought to be designed to satisfy the specified condition,
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Current edition approved Aug. 10, 2003. Published September 2003. Originally * Discontinued, replaced by E 1706. See 199ual Book of ASTM Standards
approved in 1995. Last previous edition approved in 1995 as E 1711 — 95. Vol 11.05.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



