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original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonej indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This specification is for pigmented, sprayable, low volatile organic compound (VOC) corrosion-inhibiting adhesive primers
for use on aluminum alloys that are to be adhesively bonded in the fabrication of panels for tactical shelters. When applied to
properly prepared surface of aluminum alloy, the primer imparts corrosion resistance and forms a surface suitable for structure
bonding and for coating with shelter paint finishes.

1.2 The values stated in Sl units are to be regarded as the standard where only Sl units are given or where Sl units are give
first followed by inch-pound units; where inch-pound units are given first followed by Sl units, the inch-pound units are to be
regarded as the standard.

1.3 This standard does not purport to address all of the safety concerns, if any, associated with its use. It is the responsibility
of the user of this standard to establish appropriate safety and health practices and determine the applicability of regulatory
limitations prior to use.

2. Referenced Documents
2.1 ASTM Standards:

1 This specification is under the jurisdiction of ASTM Committee E-06 on Performance of Buildings and is the direct responsibility of SubcomniGeen20éterials
and Processes for Durable Rigidwall Relocatable Structures.
Current edition approveeg-Sept. Oct. 463996. 2000. Published-Nevember 1996. Janurary 2001. Originally published as E 1826 — 96. Last previoiS$26i85.

Copyright © ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.



