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1. Scope

1.1 Test Methods A, B, and C determine kinetic parameters
for activation energy, pre-exponential factor and reaction order
using differential scanning calorimetry from a series of isother-
mal experiments over a small ( =10 K) temperature range. Test
Method A is applicable to low nth order reactions. Test
Methods B and C are applicable to accelerating reactions such
as thermoset curing or pyrotechnic reactions and crystallization
transformations in the temperature range from 300 to 900 K
(nominally 30 to 630°C). This test method is applicable only to
these types of exothermic reactions when the thermal curves do
not exhibit shoulders, double peaks, discontinuities or shifts in
baseline.

1.2 Test Methods D and E also determines the activation
energy of a set of time-to-event and isothermal temperature
data generated by this or other procedures

1.3 The values stated in SI units are to be regarded as
standard. No other units of measurement are included in this
standard.

1.4 This test method is similar but not equivalent to
ISO DIS 11357, Part 5, and provides more information than the
ISO standard.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use. Specific precau-
tionary statements are given in Section 8.

! This test method is under the jurisdiction of ASTM Committee E37 on Thermal
Measurements and is the direct responsibility of Subcommittee E37.01 on Calo-
rimetry and Mass Loss.

Current edition approved Sept. 15, 2013. Published October 2013. Originally
approved in 2000. Last previous edition approved in 2008 as E2070 — 08. DOI:
10.1520/E2070-13.

2. Referenced Documents

2.1 ASTM Standards:*

D3350 Specification for Polyethylene Plastics Pipe and Fit-
tings Materials

D3895 Test Method for Oxidative-Induction Time of Poly-
olefins by Differential Scanning Calorimetry

D4565 Test Methods for Physical and Environmental Per-
formance Properties of Insulations and Jackets for Tele-
communications Wire and Cable

D5483 Test Method for Oxidation Induction Time of Lubri-
cating Greases by Pressure Differential Scanning Calorim-
etry

D6186 Test Method for Oxidation Induction Time of Lubri-
cating Oils by Pressure Differential Scanning Calorimetry
(PDSC)

E473 Terminology Relating to Thermal Analysis and Rhe-
ology

E537 Test Method for The Thermal Stability of Chemicals
by Differential Scanning Calorimetry

E698 Test Method for Arrhenius Kinetic Constants for
Thermally Unstable Materials Using Differential Scan-
ning Calorimetry and the Flynn/Wall/Ozawa Method

E967 Test Method for Temperature Calibration of Differen-
tial Scanning Calorimeters and Differential Thermal Ana-
lyzers

E968 Practice for Heat Flow Calibration of Differential
Scanning Calorimeters

E1142 Terminology Relating to Thermophysical Properties

E1445 Terminology Relating to Hazard Potential of Chemi-
cals

E1858 Test Method for Determining Oxidation Induction
Time of Hydrocarbons by Differential Scanning Calorim-
etry

E1860 Test Method for Elapsed Time Calibration of Ther-
mal Analyzers

E1970 Practice for Statistical Treatment of Thermoanalytical
Data

2 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service @astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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