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This standard is issued under the fixed designation E 2129; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope the intended use of the element. Depending upon the product or
1.1 This practice offers a set of instructions for collectingelément, certain data requirements may need to be added as
data to be used in assessing the sustainability of elements 8PPropriate to the unique characteristics of the product and the
products for use in both commercial and residential buildingsPotential environmental impacts related to the intended use of
1.1.1 There are many features of a building that contributdh€ element.
to sustainability; one of them is the selection of products for 1.4 This standard does not purport to address all of the
use in a building. Other key features influencing sustainabilitysafety concerns, if any, associated with its use. It is the
include, but are not limited to: overall efficiency of the design "esponsibility of the user of this standard to establish appro-
of the building, the impact the building has on the habits of thePriate safety and health practices and determine the applica-
occupants, and the impact the building has on the microclimatgility of regulatory limitations prior to use.
and macroclimate. This standard addresses sustainability issugs
related to building elements. This standard does not address
sustainability issues related to overall building design, site

selection, building operations, or other features influencing Htat! g )
sustainability. C 208 Specification for Cellulosic Fiber Insulating Board

1.1.2 While it is recommended that users rely on profes- € 995 Specification for Blended Hydraulic Cements
sional judgment informed by both environmental expertise and € 618 Specification for Coal Fly Ash and Raw or Calcined
specific knowledge of the intended use of the product, this Natural Pozzolan for Use as a Mineral Admixture in
standard provides no instruction as to interpretation of the data _Portland Cement Concrete
obtained. Interpretation of the data obtained is the responsibil- € 989 Specification for Ground Granulated Blast Furnace
ity of the user of this standard. Slag for Use in Concrete ?‘.”d Mortars .

1.1.3 This document cannot replace education or experience € 1157 Performance Specification for Blended Hydraulic
and should be used in conjunction with professional judgment. _Cément o _ .
Not all aspects of this practice may be applicable in all C 1240 Specification for Silica Fume for Use in Hydraulic
circumstances. This ASTM standard is not intended to repre- _C€ément Concrete and Mortar
sent or replace the standard of care by which the adequacy of D 9359 Specification Glass Cullet Recovered from Waste
a given professional service must be judged, nor should this _for Use in Manufacture of Glass Fiber
document be applied without consideration of a project's many E 631 Terminology of Building Constructiofis .
unique aspects. The word “Standard” in the title means only E 1480 Terminology of Facility Management (Building-
that the document has been approved through the ASTM Relatedf .
consensus process. E 1_557 Classification for Building Elements and Related

1.2 This standard is organized according to UNIFORMAT || _Sitework—UNIFORMAT IF .
principles in accordance with Classification E 1557 to ensure E 2114 Terminology for Sustainability Relative to the Per-
consistency in the evaluation of building products. formance of Buildings

1.3 This standard includes general, comprehensive data?2-2 Other Referenced Standards:
requirements. Depending upon the product, certain data re- AASHTO Standards
quirements may not apply given the unique characteristics of American Concrete Institute Standaftds
the element and the potential environmental impacts related to ASHRAE Standards

Referenced Documents

2.1 ASTM Standards:
C 150 Specification for Portland Cement

1 This practice is under the jurisdiction of ASTM Committee E06 on Perfor- 2 Annual Book of ASTM Standardgol 04.11.
mance of Buildings and is the direct responsibility of Subcommittee E06.71 on 3 AASHTO information can be found by searching “www.aashto.org”
Sustainability. 4 ACI standards can be accessed through “www.aci-int.org”
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