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Standard Guide for
Use of UV-A and Visible Light Sources and Meters used in
the Liquid Penetrant and Magnetic Particle Methods1

This standard is issued under the fixed designation E2297; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This guide describes the use of UV-A/Visible light
sources and meters used for the examination of materials by the
liquid penetrant and magnetic particle processes. This guide
may be used to help support the needs for appropriate light
intensities and light measurement.

1.2 This guide also provides a reference:
1.2.1 To assist in the selection of light sources and meters

that meet the applicable specifications or standards.
1.2.2 For use in the preparation of internal documentation

dealing with liquid penetrant or magnetic particle examination
of materials and parts.

1.3 The values stated in SI units are to be regarded as
standard. The values given in parentheses are mathematical
conversions to inch-pound units that are provided for informa-
tion only and are not considered standard

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:2

E165 Practice for Liquid Penetrant Examination for General
Industry

E709 Guide for Magnetic Particle Testing
E1208 Practice for Fluorescent Liquid Penetrant Testing

Using the Lipophilic Post-Emulsification Process
E1209 Practice for Fluorescent Liquid Penetrant Testing

Using the Water-Washable Process

E1210 Practice for Fluorescent Liquid Penetrant Testing
Using the Hydrophilic Post-Emulsification Process

E1219 Practice for Fluorescent Liquid Penetrant Testing
Using the Solvent-Removable Process

E1220 Practice for Visible Penetrant Testing Using Solvent-
Removable Process

E1316 Terminology for Nondestructive Examinations
E1417 Practice for Liquid Penetrant Testing
E1418 Practice for Visible Penetrant Testing Using the

Water-Washable Process
E1444 Practice for Magnetic Particle Testing
E3022 Practice For Measurement of Emission Characteris-

tics and Requirements for LED UV-A Lamps Used in
Fluorescent Penetrant and Magnetic Particle Testing

3. Terminology

3.1 The definitions that appear in E1316, relating to UV-A
radiation and visible light used in liquid penetrant and mag-
netic particle examinations, shall apply to the terms used in this
guide.

3.2 Definitions:
3.2.1 high-intensity UV-A source—a light source that pro-

duces UV-A irradiance greater than 10 000 µW ⁄ cm2

(100 W ⁄m2) at 38.1 cm (15 in.).

3.2.2 illuminance—the amount of visible light, weighted by
the luminosity function to correlate with human perception,
incident on a surface, per unit area. Typically reported in units
of lux (lx), lumens per square metre (lm/m2) or footcandle (fc).

3.2.3 irradiance—the power of electromagnetic radiation
incident on a surface, per unit area. Typically reported in units
of watts per square metre (W/m2) or microwatts per square
centimetre (µW/cm2).

3.2.4 radiometer—an instrument incorporating a sensor and
optical filters to measure the irradiance of light over a defined
range of wavelengths.

4. Summary of Guide

4.1 This guide describes the properties of UV-A and visible
light sources used for liquid penetrant and magnetic particle
examination. This guide also describes the properties of
radiometers and light meters used to determine if adequate

1 This guide is under the jurisdiction of ASTM Committee E07 on Nondestruc-
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*A Summary of Changes section appears at the end of this standard
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