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1. Scope

1.1 This test method describes the measurement of the net
heat flux normal to a surface using flat gages mounted onto the
surface. Conduction heat flux is not the focus of this standard.
Conduction applications related to insulation materials are
covered by Test Method C518 and Practices C1041 and C1046.
The sensors covered by this test method all use a measurement
of the temperature difference between two parallel planes
normal to the surface to determine the heat that is exchanged to
or from the surface in keeping with Fourier’s Law. The gages
operate by the same principles for heat transfer in either
direction.

1.2 This test method is quite broad in its field of application,
size and construction. Different sensor types are described in
detail in later sections as examples of the general method for
measuring heat flux from the temperature gradient normal to a
surface (1).2 Applications include both radiation and convec-
tion heat transfer. The gages have broad application from
aerospace to biomedical engineering with measurements rang-
ing form 0.01 to 50 kW/m2. The gages are usually square or
rectangular and vary in size from 1 mm to 10 cm or more on
a side. The thicknesses range from 0.05 to 3 mm.

1.3 The values stated in SI units are to be regarded as the
standard. The values stated in parentheses are provided for
information only.

1.4 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
C518 Test Method for Steady-State Thermal Transmission

Properties by Means of the Heat Flow Meter Apparatus
C1041 Practice for In-Situ Measurements of Heat Flux in

Industrial Thermal Insulation Using Heat Flux Transduc-
ers

C1046 Practice for In-Situ Measurement of Heat Flux and
Temperature on Building Envelope Components

3. Terminology

3.1 Definitions of Terms Specific to This Standard:
3.1.1 heat flux—the heat transfer per unit area, q, with units

of W/m2 (Btu/ft2-s). Heat transfer (or alternatively heat-
transfer rate) is the rate of thermal-energy movement across a
system boundary with units of watts (Btu/s). This usage is
consistent with most heat-transfer books.

3.1.2 heat-transfer coeffıcient, (h)—an important parameter
in convective flows with units of W/m2-K (Btu/ft2-s-F). This is
defined in terms of the heat flux q as:

h 5
q

∆T
(1)

where ∆T is a prescribed temperature difference between the
surface and the fluid. The resulting value of h is intended to
be only a function of the fluid flow and geometry, not the
temperature difference. If the surface temperature is non-
uniform or if there is more than a single fluid free stream
temperature, the proper definition of ∆ T may be difficult to
specify (2). It is always important to clearly define ∆T when
calculating the heat-transfer coefficient.

3.1.3 surface emissivity, (ε)— the ratio of the emitted
thermal radiation from a surface to that of a blackbody at the
same temperature. Surfaces are assumed to be gray bodies
where the emissivity is equal to the absorptivity.

4. Summary of Test Method

4.1 A schematic of the sensing technique is illustrated in
Fig. 1. Temperature is measured on either side of a thermal
resistance layer of thickness, δ. This is the heat-flux sensing
mechanism of this test method. The measured heat flux is in the
same direction as the temperature difference and is propor-
tional to the temperature gradient through the thermal-
resistance layer (TRL). The resistance layer is characterized by
its thickness, δ, thermal conductivity, k, and thermal diffusivity,
α. The properties are generally a weak function of temperature.
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Simulation and Applications of Space Technology and is the direct responsibility of
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