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Standard Test Method for
Measuring the Coefficient of Retroreflected Luminance of
Pavement Markings in a Standard Condition of Continuous
Wetting (RL-2)1

This standard is issued under the fixed designation E2832; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (´) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This test method covers a measurement of the wet
retroreflective (RL-2) properties of horizontal pavement mark-
ing materials, such as traffic stripes and road surface symbols.
A standardized method utilizing a standardized continuous
wetting device and a portable retroreflectometer is described to
obtain measurements of the wet retroreflective properties of
horizontal pavement markings.

1.2 Retroreflective performance obtained with this test in a
standardized condition of continuous wetting does not neces-
sarily relate to how markings perform in all conditions of
natural rain.

NOTE 1—Test Method E2177 may be used to describe the retroreflec-
tive properties of pavement markings in conditions of wetness, such as
after a period of rain.

1.3 This test method is suitable for measurements made in
the laboratory and in the field when the necessary controls and
precautions are followed.

1.4 This test method specifies the use of external beam
retroreflectometers conforming to Test Method E1710.2 The
entrance and observation angles required of the retroreflecto-
meter in this test method are commonly referred to as “30
meter geometry.”2

1.5 The test method excludes the effects of rain between the
vehicle and the marking.

1.6 Results obtained using this test method should not be the
sole basis for specifying and assessing the wet retroreflective
effectiveness of pavement marking systems. Users should
complement the results of this test method with other evalua-
tion results, such as nighttime visual inspections.

1.7 The values stated in SI units are to be regarded as
standard. The values given in parentheses are for information
only.

1.8 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:3

E177 Practice for Use of the Terms Precision and Bias in
ASTM Test Methods

E691 Practice for Conducting an Interlaboratory Study to
Determine the Precision of a Test Method

E965 Test Method for Measuring Pavement Macrotexture
Depth Using a Volumetric Technique

E1710 Test Method for Measurement of Retroreflective
Pavement Marking Materials with CEN-Prescribed Ge-
ometry Using a Portable Retroreflectometer

E2177 Test Method for Measuring the Coefficient of Ret-
roreflected Luminance (RL) of Pavement Markings in a
Standard Condition of Wetness

3. Terminology

3.1 Definitions:
3.1.1 coeffıcient of retroreflected luminance, RL, n—the ratio

of the luminance, L, of a projected surface to the normal
illuminance, E, at the surface on a plane normal to the incident
light, expressed in millicandelas per square metre per lux
(mcd/m2/lx).

3.1.2 conditions of continuous wetting, n—the test condition
where the pavement marking specimen is subjected to continu-
ously uninterrupted water spray applied uniformly over a
pavement marking at a defined and controlled rate during
measurement.

1 This test method is under the jurisdiction of ASTM Committee E12 on Color
and Appearance and is the direct responsibility of Subcommittee E12.10 on
Retroreflection.
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2 Reference Test Method E1710. The standard measurement condition is in-
tended to represent the angles corresponding to a distance of 30 m for the driver of
a passenger car with an eye height of 1.2 m and a headlight height of 0.65 m above
the road. See Annex A1.

3 For referenced ASTM standards, visit the ASTM website, www.astm.org, or
contact ASTM Customer Service at service@astm.org. For Annual Book of ASTM
Standards volume information, refer to the standard’s Document Summary page on
the ASTM website.
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