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Determining Solderability of Thick Film Conductors 1

This standard is issued under the fixed designation F 357; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

1. Scope

1.1 This practice covers a procedure for determining the
solderability of thick-film conductors. The procedure has been
adapted from several techniques that are in routine use for
testing this property.

1.2 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

1.3 This standard does not purport to address the safety
concerns, if any, associated with its use. It is the responsibility
of whoever uses this standard to consult and establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Terminology

2.1 Definition:
2.1.1 solderability—the ability to accept or be wetted by

solder.

3. Summary of Practice

3.1 Conductor ink is screened and fired onto a substrate by
means of appropriate conventional screening techniques and
firing cycles. A sphere of the solder to be used is placed on the
surface of the fired conductor with an appropriate flux. The
system is heated to soldering temperature, maintained at that
temperature for a fixed time, and cooled rapidly. The solder-
ability of the conductor is graded on the basis of the measured
diameter of the solder ball after it has passed through the heat
cycle.

4. Significance and Use

4.1 The procedure of this practice is suitable for process
control.

4.2 No interlaboratory precision has been established for the
procedure of this practice. Therefore, this practice should not
be used for the acceptance or rejection of material exchanged
between buyers and sellers.

5. Apparatus

5.1 Electric Hot Plate (or other suitable heat source such as
a bath of molten solder) with an area about 6 by 6 in. (150 by
150 mm) or larger, capable of maintaining a temperature 506
5°C above the melting point of the solder under test.

5.2 Cast Iron Plate, approximately 6 by 6 by1⁄2 in. (150 by
150 by 13 mm).

NOTE 1—It is recommended that the plate be coated on all faces with a
0.001 in. (0.03 mm), max, thickness of poly(tetrafluoroethylene) to
prevent spilled solder from wetting and adhering to the plate.

5.3 Surface Temperature Pyrometerwith an accuracy better
than62 % over the temperature range of the test.

5.4 Chill Block of steel or aluminum approximately 6 by 6
by 1 in. (150 by 150 by 25 mm).

NOTE 2—If large quantities of parts are being tested, it is advantageous
to water cool the chill block.

5.5 Timer, capable of indicating a time interval of 30 s to the
nearest 0.2 s.

5.6 Machinist’s Microscopeor microscope with calibrated
measuring reticle capable of indicating diameters between
0.010 and 0.050 in. (0.25 and 1.27 mm) with a resolution of
approximately 0.0005 in. (0.013 mm).

6. Materials

6.1 Solder Balls, 0.0186 0.001 in. (0.466 0.03 mm) in
diameter, in quantity, composition, and purity appropriate to
the conditions of the test (see 7.3).

6.2 Flux appropriate to the solder-conduct or system under
test.

6.3 Blank Substratesof suitable type and quantity (see 7.3)
for the system under test.

7. Test Specimen

7.1 The test specimen shall be prepared by screening
conductor ink onto a substrate by means of conventional
techniques and fired according to the desired cycle, as agreed
upon by the parties to the test. It is recommended that the
thickness of the fired conductor be 0.0005 in. (0.013 mm) or
greater and that the minimum width be 0.08 in. (2.0 mm).

1 This practice is under the jurisdiction of Committee F01 on Electronics and is
the direct responsibility of Subcommittee F01.03 on Metallic Materials.
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