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1. Scope E 62 Test Methods for Chemical Analysis of Copper and

1.1 This specification covers the requirements for commer- _Copper Alloys (Photometric Methods) _
cial wrought nonferrous nuts in nominal thread diameters M6 E 75 Test Methods for Chemical Analysis of Copper-Nickel

to M36 inclusive in a number of alloys in common use and _and Copper-Nickel-Zinc Alloys _ _
intended for general service applications. E 76 Test Methods for Chemical Analysis of Nickel-Cop-

1.2 Applicable bolts, cap screws, and studs for use with nuts _Per Alloys® _ .
covered by this specification are covered by Specification E 92 Test Method for Vickers Hardness of Metallic Mate-

F 468M. rials’
E 101 Test Method for Spectrographic Analysis of Alu-

Note 1—This specification is the metric companion of Specification minum and Aluminum Alloys by the Point-to-Plane Tech-
F 467. .
niqué®
2. Referenced Documents E 120 Test Methods for Chemical Analysis of Titanium and

2.1 ASTM Standards: Titanium Alloys®

. E 165 Practice for Liquid Penetrant Inspection Method
B 154 Test Method for Mercurous Nitrate Test for Copper . o .
and Copper Alloy3 E 227 Test Method for Optical Emission Spectrometric

D 3951 Practice for Commercial Packaging Analysis of Aluminum and Aluminum Alloys by the

Point-to-Plane Technigfie
E 18 Test Methods for Rockwell Hardness and Rockwell : : .
Superficial Hardness of Metallic Materidls E 354 Test Methods for Chemical Analysis of High-

E 29 Practice for Using Significant Digits in Test Data to L?ér(glergalareéfgzﬁtxlil,é\/lagnetu:, and Other Similar Iron,
Determine Conformance with Specificatiéns E 478 'I"est Methods fo); Chemical Analysis of Copper
E 34 Test Methods for Chemical Analysis of Aluminum and 6 y P
: Alloys
Aluminum Base Alloy§

E 38 Methods for Chemical Analysis of Nickel-Chromium E 1409 Test .MEt.hOd for Determination of Oxygen in Tita-
and Nickel-Chromium-Iron Alloys nium and Titanium Alloys by the Inert Gas Fusion Tech-

E 53 Test Methods for Chemical Analysis of Copper nique

. . . F 468M Specification for Nonferrous Bolts, Hex Cap
E 54 Test Methods for Chemical Analysis of Special
Brasses and Bronzes Screws, and Studs for General Use [Mefiic]

=55 Practce for Samplng Wrough Nonferous etls ang SO0V 5L, Welbo for Deterninng re Mechanica,
Alloys for Determination of Chemical Compositidn P y y '

Washers, and Rivets [Metrit]
F 1470 Guide for Fastener Sampling for Specified Mechani-
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Fasteners and is the direct responsibility of Subcommittee F16.04 on Nonferrous 5 o ANSI Standards:
Fasteners.
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