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Standard Practice for
Selection and Application of Thermal Insulation for Piping
and Machinery 1

This standard is issued under the fixed designation F 683; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

This standard has been approved for use by agencies of the Department of Defense.

1. Scope

1.1 This practice provides guidance in the selection of types
and thicknesses of thermal insulation materials for piping,
machinery, and equipment for nonnuclear shipboard applica-
tions. Methods and materials for installation, including lag-
ging, are also detailed.

1.2 Supplemental requirements and exceptions to the re-
quirements discussed herein for vessels of the U.S. Navy are
included in Annex A1.

1.3 Asbestos or asbestos containing materials shall not be
used.

1.4 The values stated in inch-pound units are to be regarded
as the standard. The values given in parentheses are for
information only.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:
A 167 Specification for Stainless and Heat-Resisting

Chromium-Nickel Steel Plate, Sheet, and Strip2

A 526/A526M Specification for Steel Sheet, Zinc-Coated
(Galvanized) by the Hot-Dip Process, Commercial Qual-
ity3

B 209 Specification for Aluminum and Aluminum-Alloy
Sheet and Plate4

C 168 Terminology Relating to Thermal Insulating Materi-
als5

C 195 Specification for Mineral Fiber Thermal Insulating
Cement5

C 449/C449M Specification for Mineral Fiber Hydraulic-

Setting Thermal Insulating and Finishing Cement5

C 533 Specification for Calcium Silicate Block and Pipe
Thermal Insulation5

C 547 Specification for Mineral Fiber Preformed Pipe Insu-
lation5

C 552 Specification for Cellular Glass Thermal Insulation5

C 553 Specification for Mineral Fiber Blanket Thermal
Insulation for Commercial and Industrial Applications5

C 610 Specification for Molded Expanded Perlite Block and
Pipe Thermal Insulation5

C 612 Specification for Mineral Fiber Block and Board
Thermal Insulation5

C 680 Practice for Determination of Heat Gain or Loss and
the Surface Temperatures of Insulated Pipe and Equipment
Systems by the Use of a Computer Program5

C 892 Specification for High-Temperature Fiber Blanket
Thermal Insulation5

2.2 Federal Specification:6

DOD-I-24688 Insulation, polyimide pipe, anti-sweat and
thermal sheet and tube

HH-P-31 Packing and Lagging Material, Fibrous Glass
Metallic and Plain Cloth and Tape

2.3 Military Specifications:6

MIL-A-3316 Adhesive, Fire-Resistant, Thermal Insulation
MIL-A-24179 Adhesive, Flexible, Unicellular-Plastic,

Thermal Insulation
MIL-C-19565 Coating Compounds, Thermal Insulation

Pipe Covering—Fire and Water-Resistant Vapor Barrier
and Weather Resistant

MIL-C-20079 Cloth, Glass, Tape, Textile Glass and Thread,
Glass

MIL-C-22395 Compound, End Sealing, Thermal Insulation
Pipe Covering—Fire, Water, and Weather Resistant

MIL-I-2781 Insulation, Pipe, Thermal
MIL-I-2818 Insulation Blanket, Thermal, Fibrous Material
MIL-I-2819 Insulation, Block, Thermal
MIL-I-16411 Insulation, Felt, Thermal, Glass Fiber
MIL-I-22344 Insulation, Pipe, Thermal, Fibrous Glass
MIL-P-15280 Plastic Material, Unicellular (Sheets and

Tubes)

1 This practice is under the jurisdiction of ASTM Committee F-25 on Ships and
Marine Technology and is the direct responsibility of Subcommittee F25.02 on
Insulation/Processes.
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