This document is not an ASTM standard and is intended only to provide the user of an ASTM standard an indication of what changes have been madeus tkesfmevBecause
it may not be technically possible to adequately depict all changes accurately, ASTM recommends that users consult prior editions as apibpeaés. dmly the current version
of the standard as published by ASTM is to be considered the official document.

ﬁPIM) Designation: F 799 — 9902
il

INTERNATIONAL

Standard Specification for
Cobalt-28Chromium-6Molybdenum Alloy Forgings for
Surgical Implants (UNS R31537, R31538, R31539) *

This standard is issued under the fixed designation F 799; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilonef indicates an editorial change since the last revision or reapproval.

1. Scope*

1.1 This specification covers requirements of cobalt-28chromium-6molybdenum alloy (UNS R31537, R31538, R31539)
high-strength forgings for the manufacture of surgical implants—Material-conferming-te-this-speeification-has-been-evaluated for

1 This specification is under the jurisdiction of ASTM Committee F-4 FO4 on Medical and Surgical Materials and Devices and is the direct respdSsibitioyronittee
F04.12 on Metallurgical Materials.
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*A Summary of Changes section appears at the end of this standard.
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