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1. Scope

1.1 This practice establishes information for maintenance
procedures of amusement rides and devices.

1.2 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards: >

F 846 Guide for Testing Performance of Amusement Rides
and Devices

F 893 Guide for Inspection of Amusement Rides and
Devices

F 1159 Practice for Design and Manufacture of Patron
Directed, Artificial Climbing Walls, Dry Slide, Coin Oper-
ated and Purposeful Water Immersion Amusement Rides
and Devices and Air-Supported Structures

F 1193 Practice for Amusement Ride and Device Manufac-
turer Quality Assurance Program and Manufacturing Re-
quirements

F 2291 Practice for Design of Amusement Rides and De-
vices

3. Significance and Use

3.1 The purpose of this practice is to delineate information
for the maintenance of amusement rides and devices.

4. Manufacturer’s Responsibility

4.1 The manufacturer of an amusement ride or device shall
provide, with delivery of each ride or device, documented
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maintenance instructions in the English language. These in-
structions shall include, but not be limited to, the following:

4.1.1 Description of the ride or device operation, including
the function and operation of its major components.

4.1.1.1 Description of the designed motion(s) of the ride or
device during operation.

4.1.2 Description of the recommended procedures for in-
stallation, setup, disassembly, and transportation of an amuse-
ment ride or device, where applicable.

4.1.3 Recommended lubrication procedures for the amuse-
ment ride or device.

4.1.3.1 Recommended types and specifications of lubri-
cants.

4.1.3.2 Recommended frequency, and if applicable, quantity
of lubrication.

4.1.3.3 Alubrication drawing, chart, or instruction, showing
the location of lubrication points.

4.1.3.4 Recommended application method of lubrication.

4.1.4 Description of the recommended daily, preopening
inspections to be performed.

4.1.5 Description, including frequency, of recommended
maintenance inspections and testing, other than daily preopen-
ing inspection.

4.1.5.1 Recommended wear limits or tolerances, where
deemed necessary by the manufacturer.

4.1.5.2 Recommended operational testing as specified in
Guide F 846.

4.1.5.3 Where applicable, recommended nondestructive
testing (NDT) as specified in Guide F 846.

4.1.5.4 Tests recommended pursuant to 4.1.5 shall meet the
following criteria:

(1) The tests shall have been performed satisfactorily by the
manufacturer prior to the sale of the amusement ride or device,

(2) The test shall be a test which the amusement ride or
device, or element, can reasonably be expected to pass during
the expected life of the amusement ride or device, or element,
assuming recommended maintenance and operating proce-
dures have been followed,

(3) The test shall be a test that is reasonable, and which the
owner/operator can reasonably be expected to be competent to
perform or cause to be performed.
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