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1. Scope EP = duct preheater, electric,

1.1 This practice covers symbols used on heating, ventilaER = duct r.ehea'ter, electric,
tion, and air conditioning (HVAC) detailed engineering draw- EU = electric unit heater,
ings. F = filter,

1.2 These symbols may be useful on contract and prelimiFA = flame arrester,
nary design drawings. FCA = fan coil assembly,
FCU = fan cail unit,

2. Significance and Use G = grille,

2.1 When symbolic representation is required for an itemfC = gravity cooling coil,
not covered in this standard, the character of the symbol shalf = humidistat, humidifier,
be adequately identified and shall be subject to one interpreté— = louver,
tion only. If necessary, a note shall be attached to the symb&f" = motor,
for further clarity. MFD = manual fire damper,

2.2 Symbolic representation does not require exact or scallE = natural exhaust,
layouts of the actual system. Therefore, the symbols may b&lS = natural supply,

used in all views of the system layout. R = return air,
RO = remote operated,

3. Abbreviations SFD = solenoid fire damper,

3.1 The abbreviations (for use only in this practice) areSP = preheater, steam,
defined as follows: SR = reheater, steam,
AF = axial fan, SU = steam unit heater,
AFD = automatic fire damper with manual override, T =thermostat, .
BD = balance damper, TE = tempered air, electric,
CC = cooling coll, TS = tempered air, steam,
CCW = counter clockwise, U = undercut,
CE = convection heater, electric, UC = unit cooler, _
CF = centrifugal fan, V = volume, volumetric, and
CS = convection heater, steam, VC = volume control.

CW = clockwise,

EH = turret heater electric, 4. lllustrations

4.1 lllustrations for HYAC symbols are given in Figs. 1-4.
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