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1. Scope

1.1 This test method covers test sight selection and data
reduction procedures for radial variation of the interstitial
oxygen concentration in silicon slices typically used in the
manufacture of microelectronic semiconductor devices.

1.2 This test method is intended as both a referee and
production test through selection of an appropriate test position
plan.

1.3 The interstitial oxygen content may be measured in
accordance with Test Methods F 1188 or F 1366, DIN 50438/1,
or any other procedure agreed upon by the parties to the test.

NOTE 1—Test Method F 1188 covers only double-side polished test
specimens and cites the IOC-88 Conversion Factor. Test Method F 1188
requires the use on an “oxygen-free” reference specimen of approximately
the same thickness as the test specimen that can have a thickness from 0.4
to 4 mm; either a dispersive or a Fourier transform infrared spectropho-
tometer may be used and computer control is allowed, but not required.

NOTE 2—DIN 50438/1 covers double-side polished specimens with
thicknesses at least 1 mm, and single-side polished wafers with etched
back surfaces and a thickness at least 0.3 mm. Either dispersive or Fourier
transform instruments may be used. This standard contains two methods.
Method A requires double-side polished test and reference specimens and
it is essentially equivalent to Test Method F 1188 except that multiple
spectra must be taken, therefore requiring computer control of the
spectrophotometer. Method B can be applied to single-side polished test
wafers, but it requires a double-side polished reference specimen.

1.4 Sample surface finishes can include chemically etched,
single-side polished, and double-side polished silicon slices
with no surface defects that could adversely change infrared
radiation transmission through the slice.

1.5 This standard does not purport to address all of the
safety concerns, if any, associated with its use. It is the
responsibility of the user of this standard to establish appro-
priate safety and health practices and determine the applica-
bility of regulatory limitations prior to use.

2. Referenced Documents

2.1 ASTM Standards:

F 533 Test Method for Thickness and Thickness Variation
of Silicon Wafers2

F 1188 Test Method for Interstitial Atomic Oxygen Content
of Silicon by Infrared Absorption2

F 1366 Test Method for Measuring Oxygen Concentration
in Heavily Doped Silicon Substrates by Secondary Ion
Mass Spectrometry2

2.2 DIN Standard:
DIN 50438/1 Test of Materials for Semiconductor Technol-

ogy; Determination of Impurity Content in Silicon by
Infrared Absorption; Oxygen3

2.3 ANSI Standard:
ANSI/ASQC 21.4 4

3. Summary of Test Method

3.1 Instruments are selected and qualified according to the
test procedure chosen.

3.2 Measurements are made at the specified test locations
and a relative oxygen variation is calculated by one of four
available plans.

4. Significance and Use

4.1 The presence of oxygen can be beneficial to certain
manufacturing operations by preventing the formation of
process-induced defects. To the extent that this is true, it
becomes important that the oxygen be uniformly distributed
over the entire slice.

4.2 Multiple test plans are included to satisfy a variety of
requirements. The characteristic shape and magnitude of oxy-
gen concentration distributions in crystals are functions of the
crystal growth process. Although the specified test plans are
intended to cover oxygen concentration distributions which are
typically found, other distributions may occur. In such cases, it
may be necessary to use test positions other than those
specified in order to adequately describe the distribution
pattern.

4.3 This test method may be used for process control,
research and development, and materials acceptance purposes.

1 This test method is under the jurisdiction of ASTM Committee F-1 on
Electronics and is the direct responsibility of Subcommittee F01.06 on Silicon
Materials and Process Control.
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4 Available from American Society for Quality Control (ASQC), P.O. Box 3005
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